
T M MG
Threaded nozzle
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Properties
Connection 1 BSP external thread, cylindrical
Connection 2 Hose connection
Material Brass

Item
Identification Connecting thread for hose ID AF Operating pressure
 (mm) (mm)

T 184 M
T 186 M
T 189 M
T 144 M
T 146 M
T 149 M
T 1413 M
T 386 M
T 389 M
T 3813 M
T 126 M
T 129 M
T 1213 M
T 1219 M
T 349 M
T 3413 M
T 3419 M
T 1019 M
T 1025 M

G 1/8" -28
G 1/8" -28
G 1/8" -28
G 1/4" -19
G 1/4" -19
G 1/4" -19
G 1/4" -19
G 3/8" -19
G 3/8" -19
G 3/8" -19
G 1/2" -14
G 1/2" -14
G 1/2" -14
G 1/2" -14
G 3/4" -14
G 3/4" -14
G 3/4" -14
G 1" -11
G 1" -11

4
6
9
4
6
9
13
6
9
13
6
9
13
19
9
13
19
19
25

14
14
14
17
17
17
17
19
19
19
24
24
24
24
27
32
32
26
38

PN 16
PN 16
PN 16
PN 16
PN 16
PN 16
PN 16
PN 16
PN 16
PN 16
PN 16
PN 16
PN 16
PN 16
PN 16
PN 16
PN 16
PN 16
PN 16

AF = Width across flats


