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Properties
Design Single pipe clamp
Construction type Inside of clamp with web
Series heavy
Standard DIN 3015-2
Temp. min. -40 °C
Temp. max. 300 °C
Material Aluminium

Description
Webs in the inner surface of the clamps dampen impacts and vibrations and absorb forces along the pipe axis.
A gap between the two halves pretensions the pipe.

Ordering information
1 piece = 2 halves of clamp

Item
Identification Clamp size External pipe Ø d2 External pipe Ø d2 B e1 H L S1 
 (mm) (mm) (mm) (mm) (mm) (mm)
SRS 3006 AL
SRS 3008 AL
SRS 3010 AL
SRS 3012 AL
SRS 3012.7 AL
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SRS 6045 AL
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SRS 6063 AL
SRS 6065 AL
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Item
Identification Clamp size External pipe Ø d2 External pipe Ø d2 B e1 H L S1 
 (mm) (mm) (mm) (mm) (mm) (mm)

SRS 7070 AL
SRS 7073 AL
SRS 7075 AL
SRS 7076.1 AL
SRS 7080 AL
SRS 7082.5 AL
SRS 7088.9 AL
SRS 7090 AL
SRS 8090 AL
SRS 8100 AL
SRS 8101.6 AL
SRS 8108 AL
SRS 8114.3 AL
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Product versions
SRS 30-100 PA Pipe clamp, heavy series, Inside of clamp with web
SRS 30-100 PP Pipe clamp, heavy series, Inside of clamp with web
SRS 30-100 PP G Pipe clamp, heavy series, Inside of clamp, smooth
SRS 30-100 VG Pipe clamp, heavy series, Inside of clamp with web


