ND DGV MG
Gate valve HANSAVFLEX

Properties on
Connection 1 +2  metric cylindrical outer thread 5; I'
Sealing form 1+2  24° inner cone | !
Scope of supply  with union nut and cutting ring & |
—
Temp. range mineral oils and fuel oil grades EL and L, 6 bar and sW -
up to 80 °C = 5
Water: 0 °C to +80 °C E | =
Material Brass T
U E—

- L i -
Item
Identification SENES Operating pressure

(bar)

ND DGVNWO0O4 HLMG 5 L 6 10,0 117 88 63 7 50 1,5 14
ND DGVNWO06 HLMG 6 L 8 10,0 117 88 63 7 50 1,5 17
ND DGVNWO08HLMG 8 L 10 10,0 119 90 63 7 50 1,5 19
ND DGVNW 10 HLMG 10 L 12 10,0 119 90 63 7 50 1,5 22
ND DGV NW 13 HLMG 12 L 15 10,0 123 93 65 8 50 1,5 27
ND DGVNW 16 HLMG 16 L 18 10,0 126 94 67 8 50 1,5 32
ND DGV NW 20 HLMG 20 L 22 10,0 140 108 67 8 60 1,5 36
ND DGVNW 25 HLMG 25 L 28 10,0 158 125 95 10 60 1,5 41
ND DGVNW 32 HLMG 32 L 35 10,0 188 145 102 10 70 1,5 50

DN = Nominal diameter, nominal width — d2 = for external pipe diameter — AF = Width across flats - SF = Safety factor

Despite careful checking, we cannot guarantee the accuracy of all information included on this site, and we accept no liability.
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