
HK BEK
BEK hydraulic tank (without cleaning hatch)
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Properties
Design without cleaning hatch, with gasket
Material Steel

Gasket: NBR

Note
Drain bolt G1/2" to HKBEK60 / G1" from HKBEK75

Description
Tanks of quality steel, sandblasted, primer coating inside and outside with high-quality zinc dust paint that is resistant to mineral-oil based
hydraulic oils. All tanks are subjected to 100% leak test.

Item
Identification Useful volume V [I] B1 H1 L1 B2 L2 H2 B3 H3 S1 Weight 
 (L) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (kg)
HK BEK 12
HK BEK 20
HK BEK 35
HK BEK 50
HK BEK 60
HK BEK 75
HK BEK 100
HK BEK 150
HK BEK 225
HK BEK 300

16
26
40
58
69
85
109
175
267
339

298
298
298
388
388
388
388
488
588
688

275
325
400
420
445
530
530
620
650
700

310
400
470
500
550
550
700
750
900
900

220
220
220
310
310
310
310
410
510
610

260
350
420
450
500
500
650
700
850
850

76
76
76
76
76
127
127
127
127
127

310
310
310
400
400
400
400
500
600
700

220
270
345
365
390
475
475
565
595
645

4
4
5
5
5
5
6
6
8
8

17
23
30
39
43
46
57
77
110
127


