
HK STR
Suction filter element

Despite careful checking, we cannot guarantee the accuracy of all information included on this site, and we accept no liability.
27.12.2024 HANSA-FLEX AG www.hansa-flex.com 1

Properties
Design without bypass valve

M90: with wire mesh (90 μm), absolute filtration

Description
These filters protect hydraulic pumps from coarse dirt from the tank. They are flush-mounted the tank.
Design (Qmax.) for medium ISO VG 46 <br>at 50°C (30 mm2/s) at Δp = 0.08 bar

Ordering information
Available on request: Other filter mesh sizes, other threads, filter with bypass or magnet

Item
Identification Filter area Thread H H1 Q max. B AF Weight 
 (cm2) (mm) (mm) (L/min) (mm) (mm) (kg)
HK STR 050 1 S M90
HK STR 050 2 S M90
HK STR 070 1 S M90
HK STR 070 2 S M90
HK STR 070 3 S M90
HK STR 070 4 S M90
HK STR 100 1 S M90
HK STR 100 2 S M90
HK STR 100 3 S M90
HK STR 100 4 S M90
HK STR 100 5 S M90
HK STR 140 2 S M90
HK STR 140 3 S M90
HK STR 140 4 S M90
HK STR 140 5 S M90
HK STR 140 6 S M90
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Qmax - max intake volumetric flow


