WA LMH VA
Connegior ... LMH, VA HANSAVFLEX

Properties
Application Connection fitting for metal hoses

Connection 1 Thread socket form SC with Rd external thread

Sealing form 1 conical seat with O-ring

~—
Standard DIN 11851

DIN 405-1 (D
Construction straight
Material Stainless steel = &‘\E
Note

Connector type LMH VA is supplied without a sealing ring.

Ordering information
Other designs available on request

Item

Identification D]\ PN (bar) G1

WA 010 LMH VA 10 40 Rd 28 x 1/8"
WA 013 LMH VA 13 40 Rd 34 x 1/8"
WA 020 LMH VA 20 40 Rd 44 x 1/6"
WA 025 LMH VA 25 40 Rd 52 x 1/6"
WA 032 LMH VA 32 40 Rd 58 x 1/6"
WA 040 LMH VA 40 40 Rd 65 x 1/6"
WA 040 025 LMH VA 40 40 Rd 52 x 1/6"
WA 050 LMH VA 50 25 Rd 78 x 1/6"
WA 065 LMH VA 65 25 Rd 95 x 1/6"
WA 080 LMH VA 80 25 Rd 110 x 1/4"
WA 100 LMH VA 100 25 Rd 130 x 1/4"
WA 125 LMH VA 125 16 Rd 160 x 1/4"
WA 150 LMH VA 150 16 Rd 190 x 1/4"

Despite careful checking, we cannot guarantee the accuracy of all information included on this site, and we accept no liability.
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