HK ROTEX AF
Rotex coupling for axial piston and vane pumps HANSA[/FLEX

Properties
Design combinable with pump mount HK PK
Material GG

Use For axial piston pump HK PVPC and vane pump HK PFE

Description

torsionally flexible, vibration damping, maintenance-free
Axial connection, fail-safe

Compact construction, low moments of inertia

Item
Identification Groove width on pump

end

(mm)
HK R 3842-22.22 G 114 24 45 45 80 42 2222 66 4,75 BG160 HKPFE41 2,5
HK R 3842-22.22 F 114 24 45 45 80 42 22,22 66 6,38 BG160 HKPVPC30 2,5
HK R 3842-25.38 BS 114 24 45 45 80 42 25,38 66 6,37 BG160 HKPVPC40 2,5
HK R 4248-22.22 G 126 26 50 50 95 48 2222 75 4,75 BG180 HKPFE41 3,9
HK R 4248-34.92 M 126 26 50 50 95 48 3492 75 7,93 BG180 HKPFE52 3,9
HK R 4248-22.22 F 126 26 50 50 95 48 2222 75 6,38 BG180 HKPVPC30 3,9
HK R 4248 75-25 38 BS 151 26 75 50 95 48 2538 75 6,37 BG160/180 HKPVPC40 4,5
HK R 4248-31.75 K 126 26 50 50 95 48 31,75 75 7,93 BG180 HKPVPC50 3,9
HK R 4255-34.92 M 126 26 50 50 95 55 3492 75 7,93 BG200 HKPFE52 3,9
HK R 4255 75-25 38 BS 151 26 75 50 95 55 2538 75 6,37 BG200 HKPVPC40 4,5
HK R 4255-31.75 K 126 26 50 50 95 55 31,75 75 7,93 BG200 HKPVPC50 3,9
HK R 4860 80-31.75 K 164 28 80 56 105 60 31,75 85 7,93 BG225 HKPVPC50 6,0
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