
O-Ringschnur 70° Shore NBR
O-ring cord, 70SH NBR

Despite careful checking, we cannot guarantee the accuracy of all information included on this site, and we accept no liability.
20.03.2026 HANSA-FLEX AG www.hansa-flex.com 1

Properties
Design O-ring cord
Colour black
Temp. min. -35 °C
Temp. max. 100 °C
Media resistant to mineral oils and greases

Ozone
Oxygen

Material NBR 70 Shore A

Item
Identification S Tolerance
 (mm)

OR SCHNUR 1.5
OR SCHNUR 1.6
OR SCHNUR 1.78
OR SCHNUR 2
OR SCHNUR 2.4
OR SCHNUR 2.5
OR SCHNUR 2.62
OR SCHNUR 3
OR SCHNUR 3.2
OR SCHNUR 3.5
OR SCHNUR 3.53
OR SCHNUR 4
OR SCHNUR 4.5
OR SCHNUR 5
OR SCHNUR 5.33
OR SCHNUR 5.5
OR SCHNUR 5.7
OR SCHNUR 6
OR SCHNUR 6.35
OR SCHNUR 6.5
OR SCHNUR 7
OR SCHNUR 7.5
OR SCHNUR 8
OR SCHNUR 8.4
OR SCHNUR 8.5
OR SCHNUR 9
OR SCHNUR 9.5
OR SCHNUR 10

1,50
1,60
1,78
2,00
2,40
2,50
2,62
3,00
3,20
3,50
3,53
4,00
4,50
5,00
5,33
5,50
5,70
6,00
6,35
6,50
7,00
7,50
8,00
8,40
8,50
9,00
9,50
10,00

+/- 0.20 mm
+/- 0.20 mm
+/- 0.20 mm
+/- 0.20 mm
+/- 0.25 mm
+/- 0.25 mm
+/- 0.25 mm
+/- 0.25 mm
+/- 0.35 mm
+/- 0.35 mm
+/- 0.35 mm
+/- 0.35 mm
+/- 0.40 mm
+/- 0.40 mm
+/- 0.40 mm
+/- 0.40 mm
+/- 0.40 mm
+/- 0.40 mm
+/- 0.55 mm
+/- 0.55 mm
+/- 0.55 mm
+/- 0.55 mm
+/- 0.55 mm
+/- 0.55 mm
+/- 0.55 mm
+/- 0.55 mm
+/- 0.55 mm
+/- 0.65 mm

Additional elements
OR KLEBER O-ring, adhesive


