HK K C E-Motor 12V
DC 12V electric motor HANSA[/FLEX

Properties : HKKCE Motor
Design Direct current motor for industrial applications ; a
Voltage 12V
Welle | shaft
% ¥
Item
Identificatic A Direction of Speed Cyclic duration Cyclic duration Protec- Shaft
rotation max. factor factor tion
S2 operation S3 operation class
(mm) (rpm) _ (min) (%)
HKKC40 1585 80,0 - o5 reversible 2500 5,0 17,0 IP54  typeY 2156x6.5x10.5 2,60
HKKC78 2155 1125  with fan 15 clockwise rotating 2300 4,0 14,0 IP23  typeX @179x83x9.0 7,72
HKKC85 1585 80,0 withthermalcontact 08  reversible 350 4,0 9,0 IP44  typeY @156x6.5x105 2,60
HKKC91 1735 1140 - 16 clockwise rotating 2600 3,0 7,5 IP54 typeX @179x83x9.0 6,80
HKKC 96 2075 1310  withthermalcontact 24  clockwise rotating 2600 1,0 8,0 IP54 typeX 916.8x8.0x7.0 11.28
HKKC98 1830 1140 - 15 clockwise rotating 2300 2.0 8,0 IP54  typeX @179x83x9.0 7,14
HKKC 102 1735 1140  withthermalcontact 16  clockwise rotating 2600 3,0 75 IP54  typeX @179x83x9.0 6,70
Accessories

HK K REL Start relay for DC electric motor
HK K CAP  Cap for DC electric motors
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