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Properties
Connection Oil connectors: A + B = G 1/2"; leak

oil = G 1/4"
Design Standard variant

Type "CD" with high-pressure gasket
two hole flange bolt circle 106.4
Shaft Ø 25mm

Intake and return pressure with leak oil line max. 175 bar
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HK EPM 025 CD
HK EPM 032 CD
HK EPM 040 CD
HK EPM 050 CD
HK EPM 080 CD
HK EPM 100 CD
HK EPM 125 CD
HK EPM 160 CD
HK EPM 200 CD
HK EPM 250 CD
HK EPM 315 CD
HK EPM 400 CD
HK EPM 500 CD
HK EPM 630 CD
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25,0
32,0
39,7
49,5
79,2
99,0
123,8
158,4
198,0
247,5
316,8
396,0
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150
120
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380
380
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-
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-
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-
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20
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-
-
-
-
-
-
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133
135
135
136
140
141
145
150
155
162
171
182
195
213

5,6
5,6
5,8
5,8
5,9
6,1
6,2
6,4
6,6
6,8
7,1
7,6
9,0
9,5

max. pressure on shaft seal (without leak oil line) or pressure in leak oil line  –  Values for torque and pressure drop apply for continuous operation

Accessories
HK V0 590 Shock valve

Spare parts
HK EP DS Seal kit for hydraulic planetary motor


