PROJEKTIL
Cleaning projectile HANSA[/F LEX

Note
To be used with H-LPKIT-UC-NL or H-LPKIT-UC-MS

Description
For cleaning the insides of hoses and pipes. The projectile should be 20% to 30% larger than the inside diameter of the hose or pipe. For example, a
50 mm projectile is recommended for a 38 mm hose.

Item
Identification for hose ID for internal pipe @
(mm) (mm)
PROJEKTIL 08 - 4,0
PROJEKTIL 10 6 6,0
PROJEKTIL 12 8 7,0
PROJEKTIL 14 10 8,0
PROJEKTIL 16 - 10,0
PROJEKTIL 18 13 12,0
PROJEKTIL 20 16 13,0
PROJEKTIL 22 - 14,0
PROJEKTIL 24 - 15,0
PROJEKTIL 26 20 16,0
PROJEKTIL 28 - 18,0
PROJEKTIL 30 25 20,0
PROJEKTIL 33 - 22,0
PROJEKTIL 36 - 25,0
PROJEKTIL 40 32 29,0
PROJEKTIL 45 - 31,0
PROJEKTIL 50 40 33,0
PROJEKTIL 55 - 40,0
PROJEKTIL 60 50 -
PROJEKTIL 65 60 -

Despite careful checking, we cannot guarantee the accuracy of all information included on this site, and we accept no liability.
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