VF (6000 PSI)
SAE full flange HANSA[/ FLEX

Properties .
Pressure series 6000 psi

Design SAE full flange

Standard SAE J518, ISO 6162-1 /-2

Mounting Screw bore hole

Scope of supply  flange only

II

Material Steel K E
Surface electro galvanised -
Note
Recommended screws are listed in the columns M (metr) and M (unc).
Iltem
Identification Flange size PB 109 A

(bar) (mm)
VF 6001 1/2" 400 325 246 40,5 56 18,2 47,2 22 16 7.2 8,7 M 8 x 30 5/16" x 1.1/4"
VF 6002 3/4" 400 421 325 508 71 23,8 60,0 28 19 8,3 10,7 M10x35 3/8"x1.1/2"
VF 6003 1" 400 484 389 572 81 27,8 69,9 33 24 9,0 13,0 M12x45 -
VF 6003-12 1" 400 484 389 572 81 27,8 69,9 33 24 9,0 12,0 - 7/16" x 1.3/4"
VF 6004 1.1/4" 400 548 445 66,7 95 31,8 77,2 38 27 9,8 14,7 M14x45 1/2"x 1.3/4"
VF 6005 1.1/2" 400 643 516 794 113 36,5 95,0 43 30 12,1 170 M16x55 5/8"x2"
VF 6006 2" 400 80,2 676 968 133 445 1138 52 37 121 21,0 M20x70 3/4"x21/2"

PN = Nominal pressure PB = Max. operating pressure — Series: LL = Very light L =Light S =Heavy — & = External pipe diameter

Accessories

Metric screw set, hexagon
AFS SCHR M socket

UNC screw set, hexagon
AFS SCHR U socket
SCHRAUBE M Hexagon socket screw

SCHRAUBE M VZ Hexagon socket screw

Despite careful checking, we cannot guarantee the accuracy of all information included on this site, and we accept no liability.
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