
FI HD E MP
Filter element for high-pressure filter MP

Despite careful checking, we cannot guarantee the accuracy of all information included on this site, and we accept no liability.
03.02.2026 HANSA-FLEX AG www.hansa-flex.com 1

Properties
Special features ∆p max. 20 bar
Temp. min. -25 °C
Temp. max. 120 °C
Material Gasket: NBR
Operating pressure max. 210 bar

Item
Identification Filter mesh size Filter area Qmax Filter material L Ø A Ø B Weight 
 (μm) (cm2) (L/min) (mm) (mm) (mm) (kg)

FI HD E MP 0078 A10
FI HD E MP 0086 A05
FI HD E MP 0086 A10
FI HD E MP 0114 A05
FI HD E MP 0114 A10
FI HD E MP 0210 A05
FI HD E MP 0210 A10
FI HD E MP 0234 A05
FI HD E MP 0234 A10
FI HD E MP 0236 A05
FI HD E MP 0236 A10

10,0
5,0
10,0
5,0
10,0
5,0
10,0
5,0
10,0
5,0
10,0

300
399
399
550
550
1069
1069
1672
1672
2943
2943

80
34
60
58
95
100
100
200
200
350
350

inorganic
inorganic
inorganic
inorganic
inorganic
inorganic
inorganic
inorganic
inorganic
inorganic
inorganic

76,5
86,0
86,0
114,0
114,0
210,0
210,0
234,0
234,0
236,0
236,0

52,0
45,0
45,0
45,0
45,0
45,0
45,0
51,0
51,0
78,0
78,0

24,0
25,4
25,4
25,4
25,4
25,4
25,4
27,1
27,1
40,2
40,2

0,21
0,20
0,20
0,30
0,30
0,42
0,42
0,60
0,60
1,30
1,30

Qmax - max intake volumetric flow


