
FI SP E MP
Filter element for spin-on filter MP
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Properties
Special features

Temp. min. -25 °C
Temp. max. 120 °C
Material Gasket: NBR
Operating pressure max. 12 bar
Use For spin-on filters FI SP R 1, FI SP R 2, FI SP R 3

Item
Identification Filter mesh

size 
Filter
area 

Qmax Filter mate­
rial

for filter type G1 Ø A Ø D L Weight

 (μm) (cm2) (L/min) (mm) (mm) (mm) (kg)

FI SP E MP 0147 A10
FI SP E MP 0147 P10
FI SP E MP 0213 A03
FI SP E MP 0213 A06
FI SP E MP 0213 A10
FI SP E MP 0213 P10
FI SP E MP 0210 P25
FI SP E MP 0182 A10
FI SP E MP 0182 P10
FI SP E MP 0228 A06
FI SP E MP 0228 A10
FI SP E MP 0228 P10

10,0
10,0
3,0
6,0
10,0
10,0
25,0
10,0
10,0
6,0
10,0
10,0

2419
2419
3975
3975
3975
3975
3875
5076
5076
6358
6358
6732

100
100
100
100
100
100
100
300
300
300
300
300

inorganic
organic
inorganic
inorganic
inorganic
organic
organic
inorganic
organic
inorganic
inorganic
organic

FI SP R 48, 55
FI SP R 48, 55
FI SP R 53, 58
FI SP R 53, 58
FI SP R 53, 58
FI SP R 53, 58
FI SP R 53, 58
FI SP R 110, 130, 215, 280, 220, 282
FI SP R 110, 130, 215, 280, 220, 282
FI SP R 115, 150, 250, 290, 255, 293
FI SP R 115, 150, 250, 290, 255, 293
FI SP R 115, 150, 250, 290, 255, 293

G 3/4”
G 3/4”
G 3/4”
G 3/4”
G 3/4”
G 3/4”
G 3/4”
G 1.1/4”
G 1.1/4”
G 1.1/4”
G 1.1/4”
G 1.1/4”

95,0
95,0
96,0
96,0
96,0
96,0
96,0
129,0
129,0
129,0
129,0
129,0

96,0
96,0
97,0
97,0
97,0
97,0
97,0
130,0
130,0
130,0
130,0
130,0

147,0
147,0
213,0
213,0
213,0
213,0
213,0
182,0
182,0
228,0
228,0
228,0

0,70
0,60
0,93
0,90
0,90
0,80
0,80
1,30
1,20
1,47
1,47
1,36

Qmax - max intake volumetric flow

Accessories
FI SP R/S FK Filter head for spin-on return flow filter / suction filter

Spare part for following products
FI SP R 1 Spin-on return flow filter type 1
FI SP R 2 Spin-on return flow filter type 2
FI SP R 3 Spin-on return flow filter type 3


