FI SG E MP
Filter element for suction filter MP HANSA[/FLEX

Properties B

Design without bypass valve - - - j

Temp. min. -25°C

Temp. max. 110 °C |

Material Gasket: NBR |

Operating pressure  max. 12 bar

Filter material Wire mesh I
-4 - _J

A
Description

These filters protect hydraulic pumps from coarse dirt from the tank. They are flush-mounted the tank.

Ordering information
Available on request: Other filter mesh sizes, other threads, filter with bypass or magnet

Iltem
Identification Filter mesh size Filter area
(cm2)

FI SG E MP 0078 M90 90 290 20 G 3/8” 79,0 52,0 30 0,16
FI SG E MP 0078 M90 1/2 90 290 28 G1/2” 79,0 52,0 30 0,16
FI SG E MP 0095 M90 1/2 90 470 28 G1/2” 95,0 70,0 41 0,16
FI SG E MP 0095 M90 3/4 90 470 66 G 3/4” 95,0 70,0 41 0,22
FI SG E MP 0135 M90 11/4 90 1046 170 G1.1/4” 137,0 99,0 69 0,47
FI SG E MP 0135 M90 11/2 90 1046 170 G 1.1/2” 137,0 99,0 69 0,47
FI SG E MP 0140 M90 3/4 90 720 66 G 3/4” 141,0 70,0 41 0,30
FI SG E MP 0140 M90 1 90 720 130 G1" 141,0 70,0 41 0,30
FI SG E MP 0140 M250 1 250 720 900 G1" 141,0 70,0 41 0,30
FI SG E MP 0140 M90 11/2 90 2000 250 G1.1/2 160,0 130,0 70 0,84
FI SG E MP 0140 M90 2 20 2000 470 G2" 160,0 130,0 70 0,84
FI SG E MP 0225 M90 11/4 90 1850 170 G1.1/4” 227,0 99,0 69 0,68
FI SG E MP 0225 M90 11/2 90 1850 250 G1.1/2” 227,0 99,0 69 0,68
FI SG E MP 0225 M90 2 90 1850 470 G2" 227,0 99,0 69 0,68
FI SG E MP 0262 M90 2 90 3550 470 G2" 262,0 130,0 69 1,25
FI SG E MP 0270 M90 21/2 90 3550 840 G2.1/2"-11 272,0 130,0 101 1,25
FI SG E MP 0270 M90 3 90 3620 980 G3"-11 272,0 130,0 101 1,25
FI SG E MP 0330 M90 3 20 4160 980 G3"-11 330,0 130,0 101 1,30

Qmax - max intake volumetric flow

Despite careful checking, we cannot guarantee the accuracy of all information included on this site, and we accept no liability.
27.01.2026 HANSA-FLEX AG www.hansa-flex.com 1



