
K-H-LP TYPHOON SAFETY
High-volume blow guns »Typhoon«, without nozzle, Safety
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Properties
Operating pressure Max. 10 bar
Nozzles and extension nozzles Thread 1/2" - 27 UNS
Hand lever Die cast aluminium
Gun body Aluminium

Note
Further information on request

Description
In combination with the safety nozzles described below, this blow gun meets a wide range of safety requirements. Steplessly adjustable, lightweight
and ergonomically optimised high-volume blow gun with exceptionally high blowing power. The »Typhoon« model, which achieves approximately three
times the blowing power of conventional guns, rests comfortably and securely in the hand even when full pressure is applied.

Item
Identification Connection Connecting thread
 

K- 07 10 00 21
K- 07 10 00 23
K- 07 10 00 25
K- 07 10 00 27

Stem, I.D. 6
Stem, I.D. 9
Stem, I.D. 13
connection nipples for coupling NW 7,2 - 7,8

G 1/4
G 1/4
G 1/4
G 1/4

Accessories
K-VERL ROHR O DUESE Extension tube (without nozzle) for use with safety nozzle with 1/2

"-27 UNS
K-GEWINDEADAPTER Thread adapter for the use of safety nozzles with connection

M12x1,25
K-FEINSTRAHLDUE LAERMARME UN Low-noise fine-spray nozzles, 1/2 - 27 UNS connection
K-FLACHDUESE LAERMARME UN Low-noise flat nozzles, 1/2 - 27 UNS connection
K-RUNDDUESE LAERMARME UN Low-noise round nozzles, 1/2 - 27 UNS connection


