K-VERSCHRAUBUNGEN PP
Unions - polypropylene HANSA[/FLEX

L1

Properties

Operating pressure  Dependent on operating temperature; Max. 10
bar (at 20 °C); Max. 2.5 bar (at 90 °C)

Material Polypropylene (PP)

'

Operating temperature ~ Max. 90 °C

Note

Further information on request

Description
Chemically resistant to almost all inorganic acids and bases, even in high concentrations and at temperatures greater than 90 °C.

Iltem
Identification for hose Thread L1 L2 AF
(mm) (mm)

K- 07 40 40 96 4 mm/6 mm G1/8 31,5 8,0 14 mm
K- 07 40 40 98 6 mm/8 mm G1/8 36,5 8,0 17 mm
K- 07 40 41 00 8 mm/ 10 mm G1/8 40,5 8,0 19 mm
K- 07 40 41 02 9mm/12 mm G1/8 445 8,0 22 mm
K- 07 40 41 03 4 mm/6 mm G1/4 37,0 12,0 17 mm
K- 07 40 41 05 6 mm/8 mm G1/4 41,0 12,0 17 mm
K- 07 40 41 07 8 mm /10 mm G1/4 45,0 12,0 19 mm
K- 07 40 41 09 9mm/ 12 mm G1/4 49,0 12,0 22 mm
K- 07 40 41 11 4 mm/6 mm G 3/8 38,5 12,0 22 mm
K- 07 40 41 13 6 mm/8 mm G 3/8 42,5 12,0 22 mm
K- 07 40 41 15 8 mm/ 10 mm G 3/8 455 12,0 22 mm
K- 07 40 41 17 9mm/12 mm G 3/8 49,5 12,0 22 mm
K- 07 40 41 19 4 mm/6 mm G1/2 43,0 14,0 27 mm
K- 07 40 41 21 6 mm/8 mm G1/2 47,0 14,0 27 mm
K- 07 40 41 23 8 mm/ 10 mm G1/2 50,0 14,0 27 mm
K- 07 40 41 25 9mm/ 12 mm G1/2 54,0 14,0 27 mm

Despite careful checking, we cannot guarantee the accuracy of all information included on this site, and we accept no liability.
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