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Properties
Special features Hardness: approx. 77° Shore A
Inner layer Soft PVC
Insert none
Outer layer Soft PVC
Colour clear
Temp. min. -5 °C
Temp. max. 60 °C
Media Water

Air

Note
The pressure figures relate to a short-term pressure load without pressure surges at +20 °C.

Item
Identification Internal Ø External Ø Wall thickness BD* at 20°C Roll length 
 (mm) (mm) (mm) (bar) (m)
PSK 02-1
PSK 03-1
PSK 03-1.5
PSK 04-1
PSK 04-1.5
PSK 04-2
PSK 05-1
PSK 05-1.5
PSK 05-2
PSK 05-3.5
PSK 06-1
PSK 06-1.5
PSK 06-2
PSK 06-3
PSK 07-1.5
PSK 07-2
PSK 08-1
PSK 08-1.5
PSK 08-2
PSK 08-3
PSK 09-1
PSK 09-1.5
PSK 09-2
PSK 09-3.5
PSK 10-1.5
PSK 10-2
PSK 10-3
PSK 12-1.5
PSK 12-2
PSK 12-2.5
PSK 12-3
PSK 13-2
PSK 13-3
PSK 14-2
PSK 14-2.5
PSK 14-3
PSK 15-2
PSK 15-3
PSK 16-2
PSK 16-2.5
PSK 16-3
PSK 18-2
PSK 18-3
PSK 19-2.5
PSK 19-3
PSK 19-3.5

2
3
3
4
4
4
5
5
5
5
6
6
6
6
7
7
8
8
8
8
9
9
9
9
10
10
10
12
12
12
12
13
13
14
14
14
15
15
16
16
16
18
18
19
19
19

4
5
6
6
7
8
7
8
9
12
8
9
10
12
10
11
10
11
12
14
11
12
13
16
13
14
16
15
16
17
18
17
19
18
19
20
19
21
20
21
22
22
24
24
25
26

1,0
1,0
1,5
1,0
1,5
2,0
1,0
1,5
2,0
3,5
1,0
1,5
2,0
3,0
1,5
2,0
1,0
1,5
2,0
3,0
1,0
1,5
2,0
3,5
1,5
2,0
3,0
1,5
2,0
2,5
3,0
2,0
3,0
2,0
2,5
3,0
2,0
3,0
2,0
2,5
3,0
2,0
3,0
2,5
3,0
3,5

13,0
9,5
12,5
7,5
10,5
12,5
6,0
8,5
10,5
12,5
5,5
7,5
9,5
12,5
6,5
8,5
4,0
6,0
7,5
10,5
3,5
5,0
6,5
10,5
4,5
6,0
8,5
4,0
5,0
6,5
7,5
5,0
7,0
4,5
5,5
6,0
7,5
6,0
4,0
5,0
6,0
3,5
5,0
4,5
5,0
5,5

50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
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Item
Identification Internal Ø External Ø Wall thickness BD* at 20°C Roll length 
 (mm) (mm) (mm) (bar) (m)

PSK 19-4
PSK 20-2
PSK 20-3
PSK 22-3
PSK 22-4
PSK 24-2
PSK 24-3
PSK 25-3
PSK 25-4
PSK 25-4.5
PSK 27-3
PSK 28-4
PSK 30-3.5
PSK 30-4
PSK 32-3.5
PSK 32-4
PSK 32-5
PSK 35-3.5
PSK 35-5
PSK 38-5
PSK 40-4
PSK 40-5
PSK 42-5
PSK 45-5
PSK 50-5
PSK 55-4.5
PSK 60-5
PSK 65-5
PSK 70-5
PSK 75-7.5
PSK 80-5
PSK 90-5

19
20
20
22
22
24
24
25
25
25
27
28
30
30
32
32
32
35
35
38
40
40
42
45
50
55
60
65
70
75
80
90

27
24
26
28
30
28
30
31
33
34
33
36
37
38
39
40
42
42
45
48
48
50
52
55
60
64
70
70
80
90
90
100

4,0
2,0
3,0
3,0
4,0
2,0
3,0
3,0
4,0
4,5
3,0
4,0
3,5
4,0
3,5
4,0
5,0
3,5
5,0
5,0
4,0
5,0
5,0
5,0
5,0
4,5
5,0
5,0
5,0
7,5
5,0
5,0

6,5
3,0
4,5
4,5
4,5
2,5
4,0
4,0
5,0
5,5
3,5
4,5
4,0
4,0
3,0
4,0
5,0
3,5
4,5
4,0
3,0
4,0
3,5
3,5
3,0
2,5
2,5
2,5
2,5
3,4
2,3
2,1

50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
25
25
25
25
25
25
25
25
25

BD = Working pressure


