K-WTEH 2-TEILIG HANSA PRO

2-part service unit, with manual/semi-automatic condensate drain and

pressure gauge, HANSA PRO

HANSAVFLEX

Properties
Output pressure

Pa 0,5 - 8 bar (Standart)Pa 0,1 - 1 barPa
0,1-2barPa 0,2 - 4 barPa 0,5 - 10 barPa
0,5-16 bar

Media temperature

-10°Cto +50 °C

Ambient temperature

-10°Cto +50 °C

Media

Compressed air

Design

Diaphragm pressure regulator with relieving,
centrifugal filter, mist lubricator

Mounting type

Line mounting, panel mounting, mounting kit
or wall mounting

actuation type/lock

lockable handwheel

Installation position

Vertical, drain down

Filter rating 5,00 ym
Thread pressure gauge G 1/4i
max. condensate quantity 49 cc
max. oil capacity 80 cc

Nominal flow-rate G1/2

3.500 I/min (P1 = 10 bar, P2 = 6,3 bar/Delta P
=1 bar)

Nominal flow-rate G 3/8

3.500 I/min (P1 = 10 bar, P2 = 6,3 bar/Delta P
=1 bar)

oil dosing at qv = 1000 I/min

1-2 drops / min (guideline)

PE max 12 16 bar

Filter element Cellpor

Housing PAG66

Diaphragm, seals Ms/NBR/PA6

Dropper Polycarbonate

Oil grade CL 32 acc. to DIN 51517 - ISO VG 32
Item

Identification Conne

ction

Control range

Indicating range

Container

condensate outlet

K- 07 25 21 88 G3/8i 0.1-1 bar 0-1,6 bar polycarbonate with protective cage 2 manual / semi-automatic
K- 07 25 21 89 G3/8i 0.1-2bar 0-2,5bar polycarbonate with protective cage 2 manual / semi-automatic
K- 07 2521 90 G3/8i 0.2 - 4 bar 0 - 6 bar polycarbonate with protective cage 2 manual / semi-automatic
K- 07 25 21 91 G3/8i 0.5 -8 bar 0-10 bar polycarbonate with protective cage 2 manual / semi-automatic
K- 07 25 21 92 G3/8i 0.5-10 bar 0-16 bar polycarbonate with protective cage 2 manual / semi-automatic
K- 07 25 21 93 G3/8i 0.5-16 bar 0-25 bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252194 G1/2i 0.1-1 bar 0- 1,6 bar polycarbonate with protective cage 2 manual / semi-automatic
K- 07 25 21 95 G1/2i 0.1 -2 bar 0-2,5bar polycarbonate with protective cage 2 manual / semi-automatic
K- 07 25 21 96 G1/2i 0.2 - 4 bar 0 - 6 bar polycarbonate with protective cage 2 manual / semi-automatic
K- 07 25 21 97 G1/2i 0.5 - 8 bar 0-10 bar polycarbonate with protective cage 2 manual / semi-automatic
K- 07 25 21 98 G1/2i 0.5- 10 bar 0- 16 bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252199 G1/2i 0.5 - 16 bar 0 - 25 bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252200 G3/8i 0.1-1 bar 0-1,6 bar zinc with visual display 2 manual / semi-automatic
K- 07 25 22 01 G3/8i 0.1-2bar 0-2,5bar zinc with visual display 2 manual / semi-automatic
K- 07 25 22 02 G3/8i 0.2 -4 bar 0 -6 bar zinc with visual display 2 manual / semi-automatic
K- 07 25 22 03 G3/8i 0.5 - 8 bar 0-10 bar zinc with visual display 2 manual / semi-automatic
K- 07 25 22 04 G3/8i 0.5-10 bar 0-16 bar zinc with visual display 2 manual / semi-automatic
K- 07 25 22 05 G3/8i 0.5 - 16 bar 0 - 25 bar zinc with visual display 2 manual / semi-automatic
K-07252206 G1/2i 0.1-1 bar 0-1,6 bar zinc with visual display 2 manual / semi-automatic
K-07252207 G1/2i 0.1-2bar 0-2,5bar zinc with visual display 2 manual / semi-automatic
K-07252208 G1/2i 0.2 - 4 bar 0 - 6 bar zinc with visual display 2 manual / semi-automatic
K-07252209 G1/2i 0.5- 8 bar 0- 10 bar zinc with visual display 2 manual / semi-automatic
K- 07 2522 10 G1/2i 0.5 -10 bar 0-16 bar zinc with visual display 2 manual / semi-automatic
K- 07 25 22 11 G1/2i 0.5 - 16 bar 0 - 25 bar zinc with visual display 2 manual / semi-automatic

Despite careful checking, we cannot guarantee the accuracy of all information included on this site, and we accept no liability.
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