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Properties
guide type slide
Max. working pressure 1 MPa
min. working pressure 0.12 MPa
Damping elastic bumpers on both sides
Operating principle double working
position sensing prepared for sensors (with magnet)
Test pressure 1,50 MPa
Media temperature -10 °C to +60 °C
Ambient temperature -10 °C to +60 °C
piston rod speed 50 to 500 mm/s
Media Compressed air
Seal NBR
Series MGP
More information Weight reduced by up to 17% by a shorter shaft

and thinner end plate

Item
Identification Ø piston Stroke Pneumatic Port Weight per m twisting tolerance of the piston rod
 (mm) (mm) (kg)
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Item
Identification Ø piston Stroke Pneumatic Port Weight per m twisting tolerance of the piston rod
 (mm) (mm) (kg)

K- 07 55 00 64
K- 07 55 00 66
K- 07 55 00 68
K- 07 55 00 70
K- 07 55 00 71
K- 07 55 00 72
K- 07 55 00 73
K- 07 55 00 74
K- 07 55 00 60
K- 07 55 00 62
K- 07 55 00 63
K- 07 55 00 65
K- 07 55 00 67
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K- 07 55 00 81
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K- 07 55 00 83
 
K- 07 55 00 91
K- 07 55 00 92
K- 07 55 00 93
K- 07 55 00 86
K- 07 55 00 87
K- 07 55 00 88
K- 07 55 00 89
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