LOET DKF
Tubuladuras de soldadura blanda DKF HANSA[/FLEX

Caracteristicas

Construccion Tubuladura de soldadura

Forma constructiva recto

Material Acero 24z

Proteccion de la superficie  aceitada

Articulo
Denominacién @ d2 @ D1
(mm) (mm)

LOET 06 DKF 06 6 13,0 10,0
LOET 10 DKF 08 8 16,0 10,0
LOET 10 DKF 10 10 16,0 10,0
LOET 13 DKF 12 12 19,0 10,0
LOET 16 DKF 14 14 23,0 11,0
LOET 16 DKF 15 15 23,0 11,0
LOET 16 DKF 16 16 23,0 11,0
LOET 20 DKF 18 18 28,0 14,0
LOET 20 DKF 20 20 28,0 14,0
LOET 20 DKF 22 22 28,0 14,0
LOET 25 DKF 25 25 34,0 16,0
LOET 32 DKF 30 30 41,0 16,0
LOET 32 DKF 32 32 41,0 16,0
LOET 40 DKF 35 35 49,0 16,0
LOET 40 DKF 38 38 49,0 16,0

@ d2 = diametro exterior del tubo

Hemos revisado cuidadosamente esta publicacion, pero no obstante no podemos excluir los errores y no garantizamos los datos que constan aqui.
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