BOERD DI PN16 HANSAVFLEX

Nota

Tolerancias:<br>

Medida de longitud segun DIN 7715 - pieza 5 P2,<br>
Medida de grosor segun DIN 7715 - pieza 5 P3,<br>

Articulo
Denominacion D d s
(mm) (mm) (mm)
BOERD DI DN15 PN16 50,0 22,00 2,0
BOERD DI DN20 PN16 60,0 28,00 2,0
BOERD DI DN25 PN16 70,0 35,00 2,0
BOERD DI DN32 PN16 82,0 43,00 2,0
BOERD DI DN40 PN16 92,0 49,00 2,0
BOERD DI DN50 PN16 107,0 61,00 2,0
BOERD DI DN65 PN16 127,0 77,00 2,0
BOERD DI DN100 PN16 162,0 115,00 2,0
BOERD DI DN125 PN16 192,0 141,00 2,0
BOERD DI DN150 PN16 218,0 169,00 2,0
BOERD DI DN175 PN10 248,0 195,00 2,0
BOERD DI DN200 PN16 273,0 220,00 2,0
BOERD DI DN250 PN16 330,0 274,00 2,0
BOERD DI DN300 PN16 385,0 325,00 2,0
BOERD DI DN350 PN16 445,0 368,00 2,0
BOERD DI DN400 PN16 497,0 420,00 2,0
BOERD DI DN450 PN16 557,0 470,00 2,0

Hemos revisado cuidadosamente esta publicacion, pero no obstante no podemos excluir los errores y no garantizamos los datos que constan aqui.
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