K-SPIR SCHL DREH VERSCHRAU
Spiral hose, with swivel adapter and kink protector HANSA[/FLEX

Caracteristicas
Temperatura de servicio  -40 °C to +74 °C

Nota

Otras especificaciones a peticion.

Descripcion

Standard type or with braided reinforcements for high pressures. These exceptionally elastic polyurethane hoses boast a recoil force similar to that
of conventional nylon spiral hose, but with less tendency to loop and significantly better resistance to abrasion. There is consequently less danger
of scratching coated or sensitive surfaces. The hose is extremely flexible and non-kinking.

Articulo
Denominacion Rosca @ Manguera int. & Manguera ext. @ espira exterior E:/Iax. working pressure resistance at 23° Longitud max. de trabajo
(mm) (mm) (mm) (bar) (W)
K-07100719 G1/4 50 8,0 40 10 3,0
K-07100720 G1/4 5,0 8,0 40 10 6,0
K-07100721 G1/4 5,0 8,0 40 10 7,5
K-07100722 G1/4 6,3 9,5 60 10 3,0
K-07100723 G1/4 6,3 9,5 60 10 6,0
K-07100724 G1/4 63 9,5 60 10 7.5
K-07101277 G1/4 6,3 9,5 60 10 10,0
K-07100725 G3/8 8,0 12,0 80 9 3,0
K-07100726 G3/8 8,0 12,0 80 9 6,0
K-07100727 G3/8 8,0 12,0 80 9 7,5
K-07101286 G3/8 8,0 12,0 80 9 10,0
Accesorios

K-DREHBARE VERSCHRAUBUNG  Swivel adapters

Hemos revisado cuidadosamente esta publicacion, pero no obstante no podemos excluir los errores y no garantizamos los datos que constan aqui.
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