K-3 BKR STELLANTRE T MS

Brass ball valves, 3-way, with double-acting actuator, T-bore, normal

Doattion HANSAVFLEX

Caracteristicas : : A
Construccion Pneumatic actuators, in double- or single acting p— - - _[_ﬂ- -
version, with integrated end-position feedback e e
Taladro enT BT 30 ;"1|_ **'—"4"‘-“ i
Temperatura de servicio -20 °C to +70 °C l S
Ang. giro 90° " I;
Presién de control 5.5 bar _Ib—'.j,_ )
Adaptador valv. Supplied as standard :.'3: :!‘r@ HI__ )
Accion. aluminium eloxed — R
Obt. de accionam. NBR =

LI. bola Chrome-plated brass, with ISO-flange plate
Obtur. grifo esférico PTFE/FKM

Nota
G thread acc. to DIN EN ISO 228-1, with ISO flange plate (acc. to ISO 5211)
Otras especificaciones a peticion.

Descripcion
3-way cock, T-bore, full bore

Informacién adicional
Other T-positions on request

Articulo

Denominacién Posicién PN (bar)

K- 07 30 03 17 15 Rp 1/2 T3 40 133,0 142,0 20,0 64,5 25
K-07 30 03 18 20 Rp 3/4 T3 40 133,0 146,0 24,0 76,0 31
K- 07 30 03 19 25 Rp 1 T3 40 133,0 150,5 30,0 97,0 41
K- 07 30 03 20 32 Rp 1 1/4 T3 40 161,0 191,5 37,0 118,0 55
K- 07 30 03 21 40 Rp11/2 T3 25 180,0 193,5 43,0 133,0 55
K- 07 30 03 22 50 Rp 2 T3 25 209,0 221,0 56,0 157,0 67

Hemos revisado cuidadosamente esta publicacion, pero no obstante no podemos excluir los errores y no garantizamos los datos que constan aqui.
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