K-BEFUELLEINHEIT 230V AC HANSA

Filling units, electrically operated, with 230 VAC / 5= Hz solenoid,
adjustable filling time

HANSAVFLEX

Caracteristicas
Presién de entrada

2-10 bar

Rango de temperatura

-10°Cto +50 °C
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Medios aire comprimido ¥

Potencia de apriete tensidn alterna 50Hz 2 2 \/A

Tiempo de conex. ED 100 % B X - —L N
Conexion eléctrica Connector type C, ISO 15217, 2 poles . /+\ ,+.\ l| D
Potencia de sujecion tensién alterna 50Hz :;EVA ‘ - — | |

Consumo de potencia DC 25W

Tipo de protecc. IP 65

Roscas interiores

Material: Die-cast zinc

Carcasa

Material: Grivory® (PA 66)

Medic. valor de flujo

At P2 = 6 bar, pressure drop Ap =1
bar

Nota

Otras especificaciones a peticion.

Descripcion

The filling unit protects devices connected downstream by ensuring a gradual build-up of pressure. The unit consists of a 3/2-way valve and a filling
valve (start-up valve). It is connected and disconnected by means of the 3/2-way valve. The filling time can be altered by turning the adjusting

screw.

Indicaciones para pedidos
Filling units are also available with coil 110 V AC, 50 Hz and in a pneumatically operated version. Please ask for more information.

Articulo
Denominacion Rosca SEF Flujo de paso A B C D
(L/min) (mm) (mm) (mm)
K- 07 25 11 03 G1/4 1/4 1300 104,0 117,8 mm 84,8 33,0
K- 07 25 11 04 G 3/8 1/4 1300 104,0 117,8 mm 84,8 33,0
K- 07 2511 29 G 3/8 1/2 3400 126,0 150,3 mm 93,8 56,5
K- 07 2511 30 G1/2 1/2 3400 126,0 150,3 mm 93,8 56,5
K- 07 25 11 51 G 3/4 1/2 8750 170,0 177,7 mm 110,7 67,0
K- 07 25 11 52 G1 1/2 8750 170,0 177,7 mm 110,7 67,0

Accesorios
K-SCHALLDAE SINTERBR S
K-SCHALLDAE SINTERBR GE MS1

Silencers, sintered bronze, slotted
Silencers, sintered bronze, with brass hexagon nut and brass thread

Piezas de repuesto
K-HALTERBAUSATZ HANSA

Holder
HANSA

K-VORSTEUERVENTIL HANSA

Replacement
solenoid
HANSA

K-GERAETESTECKER FORM C

Connector

Hemos revisado cuidadosamente esta publicacion, pero no obstante no podemos excluir los errores y no garantizamos los datos que constan aqui.
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