K-BEFUELLVENTIL HANSA
Filling valves (start-up valves) HANSA[/FLEX

Caracterf(sticas - A
Presién de entrada 2.5 - 16 bar N -
Rango de temperatura  -10 °C to +50 °C — m[ﬂ
Medios aire comprimido B C
Roscas interiores  Material: Die-cast zinc i n o8 K
Carcasa Material: Grivory® (PA 66) B T ' I
Medic. valor de flujo At P2 = 6 bar, pressure drop Ap = 1 bar J
) -k (D
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Nota

Otras especificaciones a peticion.

Descripcion
Seat valves operated by secondary pressure for controlled pressurisation of pneumatic systems. These valves prevent a sudden build-up of pressure

accompanied by dangerous, jerky cylinder movements. The full cross-section of the regulator is opened at 50% of the input pressure. The filling time
can be altered by turning the adjusting screw.

Informacién adicional
See 3/2-way valves and filling units
See 3/2-way valves and filling units

Articulo
Denominacion Rosca Flujo de paso A B C D
(L/min) (mm) (mm) (mm)
K- 07 25 11 11 G 1/4 1300 52,0 78,0 mm 45,0 33,0
K- 07 2511 12 G 3/8 1300 52,0 78,0 mm 45,0 33,0
K- 07 2511 13 G 3/8 3400 63,0 111,5 mm 53,5 58,0
K- 07 25 11 14 G1/2 3400 63,0 111,5 mm 53,5 58,0
K- 07 2511 15 G 3/4 8750 85,0 112,0 mm 58,0 54,0
K- 07 2511 16 G1 8750 85,0 112,0 mm 58,0 54,0

Piezas de repuesto
K-HALTERBAUSATZ HANSA  Holder HANSA

Hemos revisado cuidadosamente esta publicacion, pero no obstante no podemos excluir los errores y no garantizamos los datos que constan aqui.
17.07.2025 HANSA-FLEX AG www.hansa-flex.com 1



