K-FIILTER INLINE

HANSAVFLEX

Filters

Caracteristicas

Presién de entrada  Max. 18 bar

Rango de temperatura 0 °C to +80 °C

Finura del filtro 36,00 ym A SwW

Filtro Nickel-plated brass

Carcasa Brass

Piezas restantes NBR

Nota

Otras especificaciones a peticion.

Descripcion

For integration in a pneumatic system if different system <br>sections or tools require different air qualities.

Articulo

Denominacion Rosca A L SW
(mm) (mm) (mm)

K- 07 25 05 72 G 1/8 female/female 16,0 36,0 17

K- 07 25 05 73 G 1/4 female/female 18,0 41,0 19

K- 07 25 05 74 G 3/8 female / female 22,0 53,0 24

K- 07 25 05 75 G 1/2 female/female 28,4 62,0 30

K- 07 25 05 76 G 1/8 female/male 16,0 36,0 17

K- 07 25 05 77 G 1/4 female/male 18,0 41,0 19

K- 07 25 05 78 G 3/8 female / male 22,0 53,0 24

K- 07 25 05 79 G 1/2 female/male 28,4 62,0 30

Hemos revisado cuidadosamente esta publicacion, pero no obstante no podemos excluir los errores y no garantizamos los datos que constan aqui.
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