K-ANFAV VARIOBLOC
Manifolds HANSAVFLEX

Caracteristicas
Presion de servicio 2 - 25 bar

Medic. valor de flujo At P1 = 6 bar and pressure drop Ap = 1 bar

Nota

Otras especificaciones a peticion.

Descripcion
For slow pressure build-up in pneumatic systems, e.g. after an emergency stop. The valve opens to full flow at approximately 60% of the set operating
pressure. <br>The filling time can be set by turning the adjusting screw. Used in combination with multi-piece service units.

Articulo
Denominacién Flujo de paso Presion de servicio en bar
(L/min)

K- 07 25 11 84 G 1/4 1200 48,0 54,0 mm 2 - 25 bar

K- 07 25 11 85 G 3/8 1400 48,0 54,0 mm 2 - 25 bar

K- 07 25 11 86 G1/2 3800 70,0 72,0 mm 2 - 25 bar

K- 07 25 11 87 G 3/4 4200 70,0 72,0 mm 2 - 25 bar

K- 07 25 11 88 G1 4200 124,0 72,0 mm 2 - 25 bar

Hemos revisado cuidadosamente esta publicacion, pero no obstante no podemos excluir los errores y no garantizamos los datos que constan aqui.
12.02.2026 HANSA-FLEX AG www.hansa-flex.com 1



