K-DV SCHNVERSCHR B SCHLITZ

Bidirectional flow control valves, air restriction at both ends (»B«),

icK 1oGK acrow fitting HANSAVFLEX

Caracteristicas C
Presién de servicio max. 10 bar

Rango de temperatura 0°Cto+70°C

Tornillo hueco, brazo gir., torn. regulador Nickel-plated brass

Piezas int. Brass with a bare metal surface e
Junta labial anillo térico NBR B

Juntas (imperdibles) Polyamide (glass fibre-reinforced) X

Nota

Otras especificaciones a peticion.

Descripcion
For regulation of a cylinder piston speed at both ends and control of flow rates. Designed as a banjo-type valve with a hollow bolt and ring piece for
mounting directly. Compact type of construction, also ideal where space is restricted.

Articulo
Denominacion C para tubo flexible Rosca SW B
(mm) (mm)
K- 07 15 05 50 18,0 4 mm/2,5mm M5 8 mm 24,5
K- 07 15 05 51 19,0 5mm/3 mm M5 8 mm 24,5
K- 07 15 05 52 19,0 6 mm/4 mm M5 8 mm 24,5
K- 07 15 05 59 23,0 5mm/3 mm G 1/8 14 mm 32,0
K- 07 15 05 60 25,0 6 mm /4 mm G 1/8 14 mm 32,0
K- 07 15 05 61 25,0 8 mm /6 mm G 1/8 14 mm 32,0
K- 07 15 05 56 26,5 6 mm /4 mm G1/4 17 mm 40,0
K- 07 15 05 57 27,5 8 mm /6 mm G1/4 17 mm 40,0
K- 07 15 05 55 28,5 10 mm /8 mm G1/4 17 mm 40,0
K- 07 15 05 62 30,5 10 mm /8 mm G 3/8 20 mm 50,0

Hemos revisado cuidadosamente esta publicacion, pero no obstante no podemos excluir los errores y no garantizamos los datos que constan aqui.
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