K-SVKM NW 7,2 ABSP TUE MS
Quick disconnect couplings DN 7.2, both sides sealing, brass, with

hose stom HANSAVFLEX

Caracteristicas

Presién de servicio 0 - 35 bar, maximum static working
pressure (non-pulsating)

Flujo de aire 700 I/min (at 6 bar and Ap = 0.5 bar)

Temper. de medios -20 °C to +100 °C

Carcasa, manguito, cuerpo valv  Brass

Muelles, anillo de muelle, bolas  Stainless steel

Material obturador NBR

Nota

Otras especificaciones a peticion.

Descripcion

Couplings, stems and plugs are fitted with a valve. Connection: Both valves open and the medium is allowed to pass. Disconnection: Both valves close
and the medium is prevented from escaping.

Articulo
Denominacién Conexion Longitud
(mm)

K- 07 35 07 56 Stem, I.D. 6 58,0 21
K- 07 35 12 72 Stem, I.D. 8 58,0 21
K- 07 35 07 57 Stem, 1.D. 9 58,0 21
K-07 351274 Stem, 1.D. 10 58,0 21
K- 07 35 07 58 Stem, I.D. 13 58,0 21

Hemos revisado cuidadosamente esta publicacion, pero no obstante no podemos excluir los errores y no garantizamos los datos que constan aqui.
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