K-S-BKR FEDERRUECKSTELLUNG
Safety ball valve with spring return HANSA[/ FLEX

Caracteristicas
Temperatura de servicio -20 °C to +170 °C

Descripcién de rosca  Rp thread acc. to 1ISO 7-1

Muell Stainless steel 1.4301
Carcasa Nickel-plated brass
Palanca manual Steel - PVC coated

Bola hardchrome-plated brass

Obturacién esférica PTFE
Obturacién de husillo FKM

Nota

Otras especificaciones a peticion.

Descripcion
2/2-way safety ball valves, two parts, made of nickel-plated brass with spring return. Applications: Compressed air, water, oils, fuel oil, fuels,
inert gases. Silicone-free. The ball valve is closed in the normal position and opens against spring force.

Articulo
Denominacién DN Rosca PN (bar) A B L
(mm) (mm) (mm)
K- 07 30 30 40 8 Rp 1/4 65 100,0 40,0 50,0
K- 07 30 30 43 10 Rp 3/8 65 100,0 40,0 60,0
K- 07 30 30 39 15 Rp 1/2 65 100,0 43,0 75,0
K- 07 30 30 42 20 Rp 3/4 40 120,0 51,0 80,0
K- 07 30 30 36 25 Rp 1 40 120,0 55,0 90,0
K- 07 30 30 38 32 Rp 11/4 40 158,0 75,0 110,0
K- 07 30 30 37 40 Rp 11/2 40 158,0 81,0 120,0
K- 07 30 30 41 50 Rp 2 40 158,0 88,0 140,0

Hemos revisado cuidadosamente esta publicacion, pero no obstante no podemos excluir los errores y no garantizamos los datos que constan aqui.
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