K-FI REGL PC-BEHAELTER S MAN VARIOB

Filter regulators with polycarbonate bowl, bowl guard and pressure

baLgo HANSAVFLEX

Caracteristicas

Presién de entrada Max. 16 bar (polycarbonate bowl), Max. |
20 bar (metal bowl) c

Temper. de medios max. 50 °C

Temp. entorno Max. 50 °C (polycarbonate bowl), Max.

80 °C (metal bowl)

Ancho de poros en elemento filtrante 4 um

Material obturador NBR

Caperuza elast. POM

Carcasa Die-cast zinc

Membrana NBR

Drain valve Manual

Medic. valor de flujo At P1 =10 bar, P2 = 6 bar and pressure

drop Ap =1 bar

Nota

Otras especificaciones a peticion.

Descripcion

Reversible diaphragm pressure regulators, independent of inlet pressure, with self-relieving design, combined with a centrifugal separator. The
pressure setting can be locked by pushing the knob down. Approved series in modern industrial design, with the following key benefits: Simple
handling, Convenient modular assembly thanks to innovative fasteners, Excellent flow values.

Indicaciones para pedidos

Filter regulators are also available with bowl guard or metal bowl. Filter regulators are also available in lockable version. Please ask for more
information.

Informacién adicional

Filter regulators are also available with bowl guard or metal bowl. Filter regulators are also available in lockable version. Please ask for more
information.

Articulo
Denominacién Rango de regulacion Flujo de paso
(L/min)

K- 07 25 23 01 G 1/4 0.5 - 10 bar 2000 48,0 203,0 mm 68,0
K- 07 25 23 00 G 3/8 0.5- 10 bar 3000 48,0 203,0 mm 68,0
K- 07 25 22 99 G1/2 0.5-10 bar 5500 70,0 273,0 mm 98,0
K- 07 25 22 98 G 3/4 0.5 - 10 bar 6500 70,0 273,0 mm 98,0
K- 07 25 22 97 G1 0.5 - 10 bar 6500 124,0 273,0 mm 98,0

Hemos revisado cuidadosamente esta publicacion, pero no obstante no podemos excluir los errores y no garantizamos los datos que constan aqui.
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