K-STECKVERSCH AGR-K SK BESCH 1
Male connectors, conical male thread, coated with outer hex HANSA[/FLEX
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Caracteristicas
Presion de funcionamiento ~ Max. 15 bar, coarse vacuum

Campo de aplicacién  Air, vacuum

Mangueras recomendadas  PU or PA (nylon)

Medios Compressed air and all gases or liquids that
are compatible with the materials

Rango de temperatura  -20 °C to +80 °C

Superficie de obturacion  Conical version: thread coating _l—l_

Material Plastic, Nickel plated brass
Anillo de presién Plastic
Nota

Otras especificaciones a peticion.

Descripcion
Push-in fittings series manufactured in plastic and nickel-plated brass. All parts are suitable for use with hoses, tubes or pipes made of plastic and
copper.

Articulo
Denominacién para @ exterior de tubo flexible Hexagono int.
(mm)

K- 07 40 01 12 R 1/8 4 mm 3,0 19,8 10 mm
K- 07 40 01 13 R 1/8 6 mm 4,0 20,7 12 mm
K- 07 40 01 14 R 1/8 8 mm 5,0 27,1 14 mm
K- 07 40 01 10 R 1/8 10 mm 5,0 29,6 17 mm
K- 07 40 01 11 R 1/8 12 mm 5,0 31,6 21 mm
K- 07 40 01 07 R 1/4 4 mm 3,0 17,9 14 mm
K- 07 40 01 08 R 1/4 6 mm 4,0 22,5 14 mm
K- 07 40 01 09 R 1/4 8 mm 5,0 24,6 14 mm
K- 07 40 01 05 R 1/4 10 mm 6,0 30,9 17 mm
K- 07 40 01 06 R 1/4 12 mm 6,0 33,6 21 mm
K- 07 40 01 18 R 3/8 6 mm 4,0 20,1 17 mm
K- 07 40 01 19 R 3/8 8 mm 6,0 24,6 17 mm
K- 07 40 01 15 R 3/8 10 mm 8,0 26,9 17 mm
K- 07 40 01 16 R 3/8 12 mm 8,0 29,6 21 mm
K- 07 40 01 17 R 3/8 16 mm 8,0 38,1 24 mm
K- 07 40 01 03 R 1/2 6 mm 4,0 241 21 mm
K- 07 40 01 04 R 1/2 8 mm 6,0 25,6 21 mm
K- 07 40 01 00 R 1/2 10 mm 8,0 25,3 21 mm
K- 07 40 01 01 R 1/2 12 mm 8,0 32,6 21 mm
K- 07 40 01 02 R1/2 16 mm 10,0 35,1 24 mm

Hemos revisado cuidadosamente esta publicacion, pero no obstante no podemos excluir los errores y no garantizamos los datos que constan aqui.
11.03.2026 HANSA-FLEX AG www.hansa-flex.com 1



