WUH
Extractor, WUH HANSAVFLEX

Caracteristicas
Construccién Extractor

Velocidad de deslizamiento max. 4,0m/s

Temperatura min. -40 °C . R
Temperatura max. 110 °C # e,
Medios aceite mineral "';
Montaje Dar forma de rifién e introducir en la ranura

de admision L
Aplicacién For the usage at higher pollution, for e.g.: —BCHn——

Mining

foundries
Material PU 93° Shore A
Articulo
Denominacion
WUH-26 32,0 34,0 26 5,00 8,7 4,0
WUH-30 36,0 38,0 30 5,00 8,7 4,0
WUH-32 38,0 40,0 32 5,00 8,7 4,0
WUH-36 42,0 44,0 36 5,00 8,7 4,0
WUH-40 46,0 48,0 40 5,00 8,7 4,0
WUH-45 51,0 53,0 45 5,00 8,7 4,0
WUH-50 56,0 58,0 50 5,00 8,7 4,0
WUH-52 58,0 60,0 52 5,00 8,7 4,0
WUH-56 62,0 64,0 56 5,00 8,7 4,0
WUH-60 66,0 68,0 60 5,00 8,7 4,0
WUH-68 74,0 76,0 68 5,00 8,7 4,0
WUH-70 76,0 78,0 70 5,00 8,7 4,0
WUH-75 81,0 83,0 75 5,00 8,7 4,0
WUH-80 86,0 88,0 80 5,00 8,7 4,0
WUH-100 107,0 110,0 100 8,10 11,7 6,3

Hemos revisado cuidadosamente esta publicacion, pero no obstante no podemos excluir los errores y no garantizamos los datos que constan aqui.
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