K-WTEH 2-TEILIG HANSA PRO

2-part service unit, with manual/semi-automatic condensate drain and

pressure gauge, HANSA PRO HANSA[/FLEX

Caracteristicas

Presién inicial Pa 0,5 - 8 bar (Standart)Pa 0,1 - 1 barPa

0,1-2barPa 0,2 - 4 barPa 0,5 - 10 barPa

0,5-16 bar

Temper. de medios

-10°Cto +50 °C

Temp. entorno

-10°Cto +50 °C

Medios

aire comprimido

Construccion

Diaphragm pressure regulator with relieving,
centrifugal filter, mist lubricator

Tipo de fijaciéon

Line mounting, panel mounting, mounting kit

or wall mounting

Accionamiento/seguro

lockable handwheel

Posicion de instalacién

Vertical, drain down

Finura del filtro 5,00 ym

Conexiéon de manémetro G 1/4 i

Cantidad méx. de condensado 49 cc

Vol. max. de llenado de aceite 80 cc

Flujo nominal G 1/2 3.500 I/min (P1 =10 bar, P2 = 6,3 bar/Delta
P =1 bar)

Flujo nominal G 3/8 3.500 I/min (P1 =10 bar, P2 = 6,3 bar/Delta
P =1 bar)

Dosif. aceite en qv=1000 I/min  1-2 drops / min (guideline)

PE max 12 16 bar

Elem.filtro Cellpor

Carcasa PAGG

Membrana, juntas Ms/NBR/PA6

Suplem. de goteo Polycarbonate

Tipo de aceite CL 32 acc. to DIN 51517 - ISO VG 32

Articulo

Denominacién  Conexion Rango de

Salida de condensado

Tamanfo
constructivo

Rangos de
indicacion

Deposito
regulacion

K-07252188 G3/8i 0.1-1bar 0-1,6 bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252189 G3/8i 0.1-2bar 0-2,5bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252190 G3/8i 0.2-4bar 0 -6 bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252191 G3/8i 0.5-8bar 0-10 bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252192 G3/8i 0.5-10bar 0-16 bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252193 G3/8i 0.5-16bar 0-25bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252194 G1/2i 0.1-1bar 0-1,6bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252195 G 1/2i 0.1-2bar 0-2,5bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252196 G1/2i 0.2-4bar 0 -6 bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252197 G1/2i 0.5-8bar 0-10 bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252198 G 1/2i 0.5-10bar 0-16 bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252199 G 1/2i 0.5-16bar 0 - 25 bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252200 G3/8i 0.1-1bar 0-1,6bar zinc with visual display 2 manual / semi-automatic
K-07252201 G3/8i 0.1-2bar 0-2,5bar zinc with visual display 2 manual / semi-automatic
K-07252202 G3/8i 0.2-4bar 0 -6 bar zinc with visual display 2 manual / semi-automatic
K-07252203 G3/8i 0.5-8bar 0-10 bar zinc with visual display 2 manual / semi-automatic
K-07252204 G3/8i 0.5-10bar 0-16 bar zinc with visual display 2 manual / semi-automatic
K-07252205 G3/8i 0.5-16bar 0 - 25 bar zinc with visual display 2 manual / semi-automatic
K-07252206 G 1/2i 0.1-1bar 0-1,6bar zinc with visual display 2 manual / semi-automatic
K-07252207 G1/2i 0.1-2bar 0-2,5bar zinc with visual display 2 manual / semi-automatic
K-07252208 G 1/2i 0.2-4bar 0 -6 bar zinc with visual display 2 manual / semi-automatic
K-07252209 G 1/2i 0.5-8bar 0-10 bar zinc with visual display 2 manual / semi-automatic
K-07252210 G 1/2i 0.5-10bar 0-16 bar zinc with visual display 2 manual / semi-automatic
K-07252211 G 1/2i 0.5-16bar 0 - 25 bar zinc with visual display 2 manual / semi-automatic

Hemos revisado cuidadosamente esta publicacion, pero no obstante no podemos excluir los errores y no garantizamos los datos que constan aqui.
21.10.2025 HANSA-FLEX AG www.hansa-flex.com 1



