XRT VA
Toru Uleminek, T-kujulised HANSA[/FLEX
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Vihje

Viiteid monteerimise, paigaldamise, survetugevuse ja lubatud té6temperatuuride kohta leiate torutihenduste tehnilisest juhendist.

Artikkel

Ehitusseeria  T66rohk bar

XRTNW 0406 04 HLVA L PN 400 6 8 6 21,0 14,0 21,0 14,0 21,0 14,0 14
XRTNW 040804 HLVA L PN 400 6 10 6 22,0 15,0 22,0 15,0 22,0 15,0 14
XRTNW 060406 HLVA L PN 400 8 6 8 21,0 14,0 21,0 14,0 21,0 14,0 14
XRT NW 06 08 06 HL VA L PN 400 8 10 8 22,0 15,0 22,0 15,0 22,0 15,0 14
XRTNW 06 1006 HLVA L PN 400 8 12 8 24,0 17,0 24,0 17,0 24,0 17,0 17
XRTNW 08 0408 HLVA L PN 400 10 6 10 22,0 15,0 22,0 15,0 22,0 15,0 14
XRT NW 08 06 08 HLVA L PN 400 10 8 10 22,0 15,0 22,0 15,0 22,0 15,0 14
XRTNW 08 0804 HLVA L PN 400 10 10 6 22,0 15,0 22,0 15,0 22,0 15,0 14
XRTNWO08 1008 HLVA L PN 400 10 12 10 24,0 17,0 24,0 17,0 24,0 17,0 19
XRTNWO08 1308 HLVA L PN 400 10 15 10 28,0 21,0 28,0 21,0 28,0 21,0 19
XRTNW1004 10 HLVA L PN 400 12 6 12 24,0 17,0 24,0 17,0 24,0 17,0 17
XRTNW 1006 06 HL VA L PN 400 12 8 8 24,0 17,0 24,0 17,0 24,0 17,0 17
XRTNW 1006 10 HLVA L PN 400 12 8 12 24,0 17,0 24,0 17,0 24,0 17,0 17
XRTNW 100808 HLVA L PN 400 12 10 10 24,0 17,0 24,0 17,0 24,0 17,0 17
XRTNW100810 HLVA L PN 400 12 10 12 24,0 17,0 24,0 17,0 24,0 17,0 17
XRTNW101008 HLVA L PN 400 12 12 10 24,0 17,0 24,0 17,0 24,0 17,0 17
XRTNW101310HLVA L PN 400 12 15 12 28,0 21,0 28,0 21,0 28,0 21,0 19
XRTNW1016 10 HLVA L PN 315 12 18 12 31,0 24,0 31,0 24,0 31,0 23,5 24
XRTNW130413HLVA L PN 400 15 6 15 28,0 21,0 28,0 21,0 28,0 21,0 19
XRTNW 1306 13HLVA L PN 400 15 8 15 28,0 21,0 28,0 21,0 28,0 21,0 19
XRTNW 1308 13HLVA L PN 400 15 10 15 28,0 21,0 28,0 21,0 28,0 21,0 19
XRTNW131010HLVA L PN 400 15 12 12 28,0 21,0 28,0 21,0 28,0 21,0 19
XRTNW131013HLVA L PN 400 15 12 15 28,0 21,0 28,0 21,0 28,0 21,0 19
XRTNW131310HLVA L PN 400 15 15 12 28,0 21,0 28,0 21,0 28,0 21,0 19
XRTNW 1606 16 HLVA L PN 315 18 8 18 31,0 23,5 31,0 23,5 31,0 24,0 24
XRTNW 16 08 08 HLVA L PN 315 18 10 10 31,0 23,5 31,0 24,0 31,0 24,0 24
XRTNW16 08 16 HLVA L PN 315 18 10 18 31,0 23,5 31,0 23,5 31,0 24,0 24
XRTNW16 1016 HLVA L PN 315 18 12 18 31,0 23,5 31,0 23,5 31,0 24,0 24
XRTNW16 1316 HLVA L PN 315 18 15 18 31,0 23,5 31,0 23,5 31,0 24,0 24
XRTNW16 16 08 HLVA L PN 315 18 18 10 31,0 23,5 31,0 24,0 31,0 23,5 24
XRTNW 200820 HLVA L PN 315 22 10 22 35,0 27,5 35,0 27,5 35,0 28,0 27
XRTNW 201020 HLVA L PN 315 22 12 22 35,0 27,5 35,0 27,5 35,0 28,0 27
XRTNW201313HLVA L PN 315 22 15 15 35,0 27,5 35,0 28,0 35,0 28,0 27
XRTNW 201320 HLVA L PN 315 22 15 22 35,0 27,5 35,0 27,5 35,0 28,0 27
XRTNW 2016 16 HLVA L PN 315 22 18 18 35,0 27,5 35,0 27,5 35,0 27,5 27
XRTNW 2016 20 HLVA L PN 315 22 18 22 35,0 27,5 35,0 27,5 35,0 27,5 27
XRTNW 202016 HLVA L PN 315 22 22 18 35,0 27,5 35,0 27,5 35,0 27,5 27
XRTNW250825 HLVA L PN 250 28 10 28 38,0 30,5 38,0 30,5 38,0 31,0 36
XRTNW 251025 HLVA L PN 250 28 12 28 38,0 30,5 38,0 30,5 38,0 31,0 36
XRTNW 251325 HLVA L PN 250 28 15 28 38,0 30,5 38,0 30,5 38,0 31,0 36
XRTNW 2516 25 HLVA L PN 250 28 18 28 38,0 30,5 38,0 30,5 38,0 30,5 36
XRTNW 252020 HLVA L PN 250 28 22 22 38,0 30,5 38,0 30,5 38,0 30,5 36
XRTNW 252025 HLVA L PN 250 28 22 28 38,0 30,5 38,0 30,5 38,0 30,5 36
XRTNW321032HLVA L PN 160 35 12 35 45,0 34,5 45,0 34,5 45,0 38,0 41
XRTNW322032HLVA L PN 250 35 22 35 45,0 34,5 45,0 34,5 45,0 37,5 41
XRTNW322532HLVA L PN 250 35 28 35 45,0 34,5 45,0 34,5 45,0 37,5 41
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XRT VA
Toru Uleminek, T-kujulised HANSA[/FLEX

Artikkel
Ehitusseeria  T66rohk bar

XRTNW 4016 40 HLVA L PN 160 42 18 42 51,0 40,0 51,0 40,0 51,0 43,5 50
XRTNW 402040 HLVA L PN 160 42 22 42 51,0 40,0 51,0 40,0 40,0 48,0 50
XRTNW 402540 HLVA L PN 160 42 28 42 51,0 40,0 51,0 40,0 49,0 41,5 50
XRTNW 06 0306 HSVA S PN 630 10 6 10 25,0 17,5 25,0 17,5 25,0 18,0 17
XRTNWO080308HSVA S PN 630 12 6 12 24,5 17,0 24,5 17,0 24,0 17,0 17
XRTNW 080404 HSVA S PN 630 12 8 8 29,0 21,5 29,0 22,0 29,0 22,0 17
XRTNWO080408HSVA S PN 630 12 8 12 29,0 21,5 29,0 21,5 29,0 22,0 17
XRTNW 0806 08HSVA S PN 630 12 10 12 29,0 21,5 29,0 21,5 29,0 21,5 17
XRTNWO08 1308 HSVA S PN 400 12 16 12 33,0 25,5 33,0 25,5 33,0 24,5 24
XRTNW 1006 10HSVA S PN 630 14 10 14 30,0 22,0 30,0 22,0 30,0 22,5 19
XRTNW130313HSVA S PN 400 16 6 16 33,0 24,5 33,0 24,5 33,0 26,0 24
XRTNW 1304 13HSVA S PN 400 16 8 16 33,0 24,5 33,0 24,5 33,0 26,0 24
XRTNW 1306 13HSVA S PN 400 16 10 16 33,0 24,5 33,0 24,5 33,0 25,5 24
XRTNW 130813 HSVA S PN 400 16 12 16 33,0 24,5 33,0 24,5 33,0 25,5 24
XRTNW131613HSVA S PN 400 16 20 16 37,0 28,5 37,0 28,5 37,0 26,5 27
XRTNW 1606 16 HSVA S PN 400 20 10 20 37,0 26,5 37,0 26,5 37,0 29,5 27
XRTNW 1608 16 HSVA S PN 400 20 12 20 37,0 26,5 37,0 26,5 37,0 29,5 27
XRTNW 161016 HSVA S PN 400 20 14 20 37,0 26,5 37,0 26,5 37,5 29,5 27
XRTNW 161316 HSVA S PN 400 20 16 20 37,0 26,5 37,0 26,5 37,0 28,5 27
XRTNW 162016 HSVA S PN 400 20 25 20 42,0 31,5 42,0 31,5 42,0 30,0 36
XRTNW2006 20 HSVA S PN 400 25 10 25 42,0 30,0 42,0 30,0 42,5 35,0 36
XRTNW201320HSVA S PN 400 25 16 25 42,0 30,0 42,0 30,0 42,0 33,5 36
XRTNW201620HSVA S PN 400 25 20 25 42,0 30,0 42,0 30,0 42,0 31,56 36
XRTNW202520HSVA S PN 400 25 30 25 49,0 37,0 49,0 37,0 49,0 35,5 41
XRTNW251325HSVA S PN 400 30 16 30 49,0 35,5 49,0 35,5 49,0 40,5 41
XRTNW251625 HSVA S PN 400 30 20 30 49,0 35,5 49,0 35,5 49,0 38,5 41
XRTNW252025HSVA S PN 400 30 25 30 49,0 35,5 49,0 35,5 49,0 37,0 41
XRTNW322032HSVA S PN 315 38 25 38 57,0 41,0 57,0 41,0 57,0 45,0 50
XRTNW322532HSVA S PN 315 38 30 38 57,0 41,0 57,0 41,0 57,0 43,5 50

Ehitusseeria: LL = védga kerge L =kerge S =raske — PN = nimirdhk PB = maks. t66rohk — D1, D2, D3 = toru vélisdiameeter — TGL =M 27 x 2

Toote variandid
XRT Toru Uleminek, T-kujulised, Teras
RT VA Reduktsiooniklapp, T-kujulised, Roostevaba teras
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