XSTOM VA
K&anduhendus, ventiilita, T-kujuline HANSA[/FLEX

Omadused
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Materjal Roostevaba teras EDJ

Vihje

Viiteid monteerimise, paigaldamise, survetugevuse ja lubatud té6temperatuuride kohta leiate torutihenduste tehnilisest juhendist.

Tellimisinfo
NBR tihendid
FPM (Viton) ndudmisel

Artikkel
Ehitusseeria T66rohk bar @ d2

XSTOM 04 LL VA LL PN 63 4 M8x1 M8x1 15 8 240 11,0 105 15 18 17
XSTOM 06 LL VA LL PN 63 6 M10x1 M10x1 14 8 240 115 105 17 18 17
XSTOM 08 LL VA LL PN 63 8 M10x1 M 12 x1 14 8 240 115 105 17 18 17
XSTOM NW04 HL VA L PN 250 6 M10x1 M12x15 14 8 240 120 10,5 19 17 17
XSTOM NWO06 HL VA L PN 250 8 M12x15 M14x15 17 12 300 145 140 21 22 19
XSTOM NWO08 HL VA L PN 250 10 M14x15 M16x15 19 12 300 155 140 22 22 19
XSTOMNW10HLVA L PN 250 12 M16x15 M18x15 21 12 360 180 165 25 27 24
XSTOMNWI13HLVA L PN 250 15 M18x15 M22x15 23 12 395 205 185 26 30 27
XSTOMNW16 HLVA L PN 250 18 M22x156 M26x15 27 14 450 210 2156 28 32 30
XSTOMNW20 HLVA L PN 160 22 M26x15 M30x2 31 16 530 275 240 35 41 36
XSTOM NW25 HLVA L PN 160 28 M33x2 M 36 x 2 39 18 66,0 320 30,5 40 50 46
XSTOM NW32HLVA L PN 160 35 M42x2 M 45 x 2 49 20 76,0 36,0 355 47 60 55
XSTOM NW40 HLVA L PN 160 42 M48 x 2 M52 x2 55 22 87,0 405 405 51 70 60
XSTOM NWO3HSVA S PN 315 6 M12x15 M14x15 17 12 300 165 140 23 22 19
XSTOMNWO4HSVA S PN 315 8 M14x15 M16x15 19 12 300 165 140 23 22 19
XSTOMNWO6HSVA S PN 315 10 M16x15 M18x15 21 12 360 185 1655 26 27 24
XSTOM NWOBHSVA S PN 315 12 M18x15 M20x15 23 12 395 200 185 27 30 27
XSTOMNW10HSVA S PN 315 14 M20x156 M22x15 25 14 435 225 200 30 32 30
XSTOMNW13HSVA S PN 315 16 M22x15 M24x15 27 14 450 220 215 30 32 30
XSTOMNW16 HSVA S PN 160 20 M 27 x 2 M30x2 32 16 530 265 240 37 41 36
XSTOMNW20HSVA S PN 160 25 M33x2 M 36 x 2 39 18 66,0 315 305 44 50 46
XSTOMNW25HSVA S PN 160 30 M42x 2 M42x 2 49 20 76,0 370 355 51 60 55
XSTOMNW32HSVA S PN 160 38 M48 x 2 M52 x2 55 22 870 415 405 57 70 60

Ehitusseeria: LL = vdga kerge L =kerge S =raske — PN = nimirdhk PB = maks. t66rohk — @ d2 = toru valislabimoot

Toote variandid
STOM VA  Kaandihendus, ventiilita, T-kujuline, Torumutri ja I6ikurrdngaga liitmik

Vaatamata pohjalikule kontrollile ei saa me vigade esinemist vélistada ning ei vastuta olemasolevate andmete eest.
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