LOET AJ

Jootelihendus, AJ

HANSAVFLEX

Omadused

Uhendus 1 Jootelihendus
Uhendus 2 UN/UNF-véliskeere
Tihenditliip 2  74° valiskoonus
Tidp Jooteliitmik
Ehitustiitp Sirge

Materjal Teras

Pinnatddtlus  dlitatud

Artikkel
Margistus agd G1
(mm)

LOET 04 AJ 06 6 7/16" -20 UNF 30,5 17
LOET 05 AJ 10 10 1/2" -20 UNF 32,0 19
LOET 06 AJ 10 10 9/16" -18 UNF 33,5 21
LOET 06 AJ 12 12 9/16" -18 UNF 33,5 21
LOET 08 AJ 12 12 3/4" -16 UNF 35,0 26
LOET 08 AJ 16 16 3/4" -16 UNF 35,0 26
LOET 08 AJ 18 18 3/4" -16 UNF 35,0 26
LOET 10 AJ 16 16 7/8 tolli — 14 UNF 38,0 30
LOET 10 AJ 18 18 7/8 tolli — 14 UNF 38,0 30
LOET 10 AJ 22 22 7/8 tolli — 14 UNF 44,0 30
LOET 12 AJ 18 18 1.1/16" -12 UN 45,5 37
LOET 12 AJ 20 20 1.1/16" -12 UN 45,5 37
LOET 12 AJ 25 25 1.1/16" -12 UN 45,5 37
LOET 16 AJ 25 25 1.5/16" -12 UN 50,0 45
LOET 16 AJ 27 27 1.5/16" -12 UN 50,0 45
LOET 16 AJ 32 32 1.5/16" -12 UN 50,0 45
LOET 20 AJ 32 32 1.5/8" -12 UN 53,5 55
LOET 20 AJ 38 38 1.5/8" -12 UN 53,5 55
LOET 24 AJ 38 38 1.7/8"-12 UN 60,0 62
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