W45 HRK HB
Sissekeeratav liitmik, nurk 45° HANSA[/FLEX

Omadused
Uhendus 1 BSPT-valiskeere, kooniline

Tihenditliip 1  Keermestihend

Uhendus 2 BSP-viliskeere, silindriline W

Tihenditiip 2  60° sisekoonus

Tidp Sissekeeratav liitmik
Ehitustidp Nurk 45°
Materjal Teras

Pinnatddtlus  galvaniseeritud

Artikkel
Margistus G1 G2 SW
(mm)

W45 HRK 04 HB R 1/4"K G 1/4" -19 14
W45 HRK 04 HB 06 R 1/4"K G 3/8"-19 19
W45 HRK 06 HB 04 R 3/8" K G 1/4"-19 19
W45 HRK 06 HB R 3/8" K G 3/8"-19 19
W45 HRK 06 HB 08 R 3/8" K G 1/2"-14 22
W45 HRK 08 HB 06 R1/2"K G 3/8"-19 22
W45 HRK 08 HB R1/2"K G1/2"-14 22
W45 HRK 08 HB 12 R1/2"K G 3/4"-14 27
W45 HRK 12 HB 08 R 3/4"K G1/2"-14 27
W45 HRK 12 HB R 3/4" K G 3/4"-14 27
W45 HRK 12 HB 16 R 3/4" K G1"-11 33
W45 HRK 16 HB 12 R1"K G 3/4"-14 33
W45 HRK 16 HB R1"K G1"-11 33
W45 HRK 16 HB 20 R1"K G 1.1/4" -11 41
W45 HRK 20 HB 16 R 1.1/4"K G1"-11 41
W45 HRK 20 HB R1.1/4"K G 1.1/4" -11 41
W45 HRK 20 HB 24 R1.1/4"K G1.1/2"-11 48
W45 HRK 24 HB 20 R1.1/2"K G 1.1/4" -11 48
W45 HRK 24 HB R1.1/2"K G 1.1/2" -11 48
W45 HRK 32 HB 24 R2"K G 1.1/2" -11 64
W45 HRK 32 HB R2"K G2"-11 64

SW = vétme suurus

Vaatamata pohjalikule kontrollile ei saa me vigade esinemist vélistada ning ei vastuta olemasolevate andmete eest.
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