G VKS ST 250
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Ehitustiip Sirge

Tavaline CETOP RP 63H
ISO 6164

Materjal S355J2G3 (ST52.3)

Pinnatddtlus  must, dlitatud

E

: 1

==

Artikkel
Margistus Surve PB Ehitussuurus D E
(bar) (mm) (mm)
G VKS 38 ST 250 250 3/8" 18 12,5 24,5 18,0 30
G VKS 12 ST 250 250 1/2" 22 15,0 30,2 24,0 30
G VKS 34 ST 250 250 3/4" 28 20,0 38,1 31,5 35
G VKS 1 ST 250 250 1" 35 25,0 444 38,0 40
G VKS 114 ST 250 250 1.1/4" 43 32,0 50,8 43,0 45
G VKS 112 ST 250 250 1.1/2" 50 38,0 60,3 50,0 50
G VKS 2 ST 250 250 2" 62 47,0 71,4 62,0 60
G VKS 212 ST 250 250 2.1/2" 76 58,0 87,2 76,0 70
G VKS 3 ST 250 250 3" 90 70,0 101,6 90,0 80
G VKS 312 ST 250 250 3.1/2" 102 80,0 119,0 102,0 90
G VKS 4 ST 250 250 4" 114 90,0 131,0 114,0 105

PN = nimirdhk PB = maks. t66réhk — Ehitusseeria: LL = vdga kerge L =kerge S =raske

Vaatamata pohjalikule kontrollile ei saa me vigade esinemist vélistada ning ei vastuta olemasolevate andmete eest.
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