WDS
Pumbakinnitus (3 auguga), nurk 90° HANSA[/FLEX

Omadused
Tadp Pumba flants (3 auguga)
Ehitustdp Nurk 90°

Paigaldus M-keermega poldi komplektiga

Komplektis M-keermega poldi komplekti ja O-rongaga
Materjal Teras ST 42.3

Pinnatdotlus  galvaniseeritud

Artikkel
Poldid

WDS 0.5 12 315 26 G1/2"-14 11,0 17 24 53 (3x)M5x20 14,00x 1,78
WDS 0.5 38 315 26 G 3/8"-19 11,0 17 24 5,3 (3x)M5x20 14,00 x 1,78
WDS 1 12 315 30 G1/2"-14 12,0 17 24 6,3 (3x) M6 x20 15,88 x 2,62
WDS 1 38 315 30 G 3/8"-19 12,0 17 24 6,3 (3x) M6 x20 15,88 x 2,62
WDS 2 12 315 40 G1/2"-14 19,0 21 36 8,5 (3x) M8 x25 23,81 x 2,62
WDS 2 34 315 40 G 3/4"-14 19,0 21 36 8,5 (3x) M8 x25 23,81 x 2,62
WDS 3 100 315 51 G1"-11 24,0 26 45 10,5 (3x) M 10 x 30 31,42 x 2,62
WDS 3 34 315 51 G 3/4"-14 26,0 26 45 10,5 (3x) M 10 x 30 31,42 x 2,62
WDS 3 B 100 315 56 G1"-11 26,0 26 45 10,5 (3x)M10x30 31,42 x2,62
WDS 3 B 34 315 56 G 3/4" -14 26,0 26 45 10,5 (3x)M10x30 31,42 x 2,62

PN = nimiréhk PB = maks. t66rohk

Vaatamata pohjalikule kontrollile ei saa me vigade esinemist vélistada ning ei vastuta olemasolevate andmete eest.
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