WFG JIC M (3000 / 6000 PSI)
SAE-flantsiadapter, sepistatud HANSA[/FLEX
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Komplektis 2 flantsipoolega, poltide komplekti ja O-réngaga
ainult flants
Materjal S355J2G3 (ST52.3)

Pinnatédtlus  galvaniseeritud

Vihje
Antud maksimaalne t66rohk kehtib flantsi kohta! Tegeliku t66rohu maérab toru (seinatugevus) ja toru omadustest!
Artikkel
Surverida PB Ehitussu- A

10.9  urus

(bar)
WFG 3001 JIC 3/4M 3000PSI 350 1/2" UNF 3/4"-16 99 13 381 54 175 608 46 38 38 87 (4x)M8x25
WFG 3001 JIC7/8 M 3000PSI 350 1/2" UNF 7/8"-14 123 13 31 54 175 60,8 456 38 38 87 (4x)M8x25
WFG 3002JIC11/16M  3000PSI 350  3/4" UNF1,1/16"-12 155 19 476 65 222 70,9 518 42 45 107 (4x)M10x30
WFG 3002 JIC15/16M  3000PSI 350  3/4" UN15/16"-12 215 19 476 65 222 70,9 518 42 45 107 (4x)M10x30
WFG 3002 JIC7/8M 3000PSI 350  3/4" UNF 7/8"-14 123 19 476 65 222 70,9 518 42 45 107 (4x)M10x30
WFG 3003 JIC11/16 M 3000PSI 315 1" UNF1,1/16"-12 155 24 524 70 262 792 584 45 50 107 (4x)M10x30
WFG 3003 JIC15/16 M  3000PSI 315 1" UN1.5/16"-12 215 24 524 70 262 792 54 45 50 107 (4x)M10x30
WFG 3003 JIC15/8M  3000PSI 315 1" UN1.5/8"-12 275 24 524 70 262 792 584 45 50 107 (4x)M10x30
WFG 3004 JIC15/16 M  3000PSI 250 1.1/4" UN15/16"-12 215 31 587 79 302 853 726 50 59 *1 *2
WFG 3004 JIC15/8 M  3000PSI 250 1.1/4" UN15/8"-12 275 31 57 79 302 853 726 50 59 *1 *2
WFG 3005JIC15/8 M  3000PSI 200 1.1/2" UN15/8"-12 275 38 699 94 357 1171 822 76 76 135 (4x)M12x35
WFG 3005JIC17/8 M 3000PSI 200 1.1/2" UN1.7/8"-12 330 38 699 94 357 1171 822 76 76 135 (4x)M12x35
WFG 6001 JIC 3/4M 6000PSI 400 1/2" UNF 3/4"-16 99 13 405 56 182 616 472 39 38 87 (4x)M8x30
WFG 6001 JIC7/8 M  6000PSI 400 1/2" UNF 7/8"-14 123 13 405 56 182 616 472 39 38 87 (4x)M8x35
WFG 6002JIC11/16M  6000PSI 400  3/4" UNF1,1/16"-12 155 17 508 71 238 780 600 48 48 107 (4x)M10x35
WFG 6002 JIC15/16 M  6000PSI 400  3/4" UN15/16"-12 215 17 58 71 238 78,0 600 48 48 107 (4x)M10x35
WFG 6002 JIC7/8 M 6000PSI 400  3/4" UNF 7/8"-14 123 17 58 71 238 78,0 600 48 48 107 (4x)M10x35
WFG 6003 JIC11/16 M  6000PSI 400 1" UNF1,1116"-12 155 24 572 81 278 99,0 699 60 60 3 (4x)M12x45
WFG 6003 JIC15/16 M  6000PSI 400 1" UN1.5/16"-12 215 24 572 81 278 99,0 699 60 60 *3 (4x)M12x45
WFG 6003 JIC15/8M 6000PSI 400 1" UN15/8"-12 275 24 572 81 278 99,0 699 60 60 3 (4x)M12x45
WFG 6004 JIC15/16 M  6000PSI 400 1.1/4" UN15/M16"-12 215 30 667 95 31,8 1155 772 68 68 4 (4x)M 14 x50
WFG 6004 JIC15/8 M  6000PSI 400 1.1/4" UN1.5/8"-12 275 30 667 95 318 1155 772 68 68 4 (4x)M 14 x50
WFG 6004 JIC17/8 M  6000PSI 400 1.1/4" UN17/8"-12 330 30 67 95 318 1155 772 68 68 4 (4x)M 14 x50
WFG 6005 JIC 15/8 M  6000PSI 400 1.1/2" UN15/8"-12 275 32 794 113 35 1330 950 76 76 170 (4x)M16x55
WFG 6005JIC17/8 M 6000PSI 400 1.1/2" UN17/8"-12 330 32 794 113 365 1330 950 76 76 170 (4x)M16x55

Ehitusseeria: LL = vdga kerge L =kerge S =raske — @ = toru vélislabimdst — PN = nimirdhk PB = maks. t66rohk

*1) = valikuliselt 10,5 v6i 12,5 - *3) = valikuliselt 12,0 v&i 12,5 — *4) = valikuliselt 13,5 v6i 14,5 — *2) = valikuliselt M 10 x 30 v6i M 12 x 35

Toote variandid
WFG JIC (6000 PSI) SAE-flantsiadapter, sepistatud, ainult flants
WFG JIC U (3000 /6000 PSI) SAE-flantsiadapter, sepistatud, 2 flantsipoolega, poltide komplekti ja O-réngaga

Vaatamata pohjalikule kontrollile ei saa me vigade esinemist vélistada ning ei vastuta olemasolevate andmete eest.
26.02.2026 HANSA-FLEX AG www.hansa-flex.com 1



