G AJ HBED VA
Ohendus HANSAVFLEX

Omadused
Uhendus 1 UN/UNF-mutrikeere

Tihenditliip 1  74° sisekoonus

Uhendus 2 BSP-valiskeere, silindriline

Tihenditilip 2  60° sisekoonus + E-vorm

Tiitp Uhendus
Ehitustidp Sirge

Materjal Roostevaba teras
Tellimisinfo

NBR tihendid

FPM (Viton) ndudmisel

Artikkel
Margistus G1 G2 SW S1
(mm)

G AJ 04 HB 02 ED VA 7/16" -20 UNF G 1/8" -28 14 17
G AJ 04 HBED VA 7/16" -20 UNF G 1/4"-19 19 17
G AJ 05 HB 04 ED VA 1/2" -20 UNF G 1/4"-19 19 17
G AJ 06 HB 04 ED VA 9/16" -18 UNF G 1/4" -19 19 19
G AJ 06 HBED VA 9/16" -18 UNF G 3/8"-19 22 19
G AJ 08 HB 06 ED VA 3/4" -16 UNF G 3/8"-19 32 24
G AJ 08 HBED VA 3/4" -16 UNF G1/2"-14 27 24
G AJ 10 HB 08 ED VA 7/8 tolli — 14 UNF G1/2"-14 27 27
G AJ 12 HBED VA 1.1/16" -12 UN G 3/4" -14 32 32
G AJ 12 HB 16 ED VA 1.1/16" -12 UN G1"-11 41 32
G AJ 16 HB 12 ED VA 1.5/16" -12 UN G 3/4" -14 32 41
G AJ 16 HBED VA 1.5/16" -12 UN G1"-11 41 41
G AJ 20 HB 16 ED VA 1.5/8" -12 UN G1"-11 41 50
G AJ 20 HBED VA 1.5/8" -12 UN G 1.1/4" -11 50 50
G AJ 24 HB 20 ED VA 1.7/8"-12 UN G 1.1/4" -11 50 55
G AJ 24 HBED VA 1.7/8"-12 UN G 1.1/2" -11 55 55

SW, S1, S2 = votme suurus

Varuosad
WDV Pehme tihend JIC

Vaatamata pohjalikule kontrollile ei saa me vigade esinemist vélistada ning ei vastuta olemasolevate andmete eest.
09.12.2025 HANSA-FLEX AG www.hansa-flex.com 1



