G HB HJ
Ohendusiiitmik HANSAVFLEX

Omadused
Tihenditidp 1  60° sisekoonus
Uhendus 1 BSP-valiskeere, silindriline

Uhendus 2 UN/UNF-valiskeere
Tihenditilp 2  74° valiskoonus

Tiop Uhendusliitmik

Ehitustidp Sirge

Materjal Teras

Pinnatddtlus  galvaniseeritud

Artikkel
Margistus G1 G2 SW
(mm)

G HB 02 HJ 10 G 1/8"-28 7/8" -14 UNF 24
G HB 04 HJ 10 G 1/4" -19 7/8" -14 UNF 24
G HB 08 HJ 05 G 1/2" -14 1/2" -20 UNF 27
G HB 08 HJ 14 G 1/2"-14 1.3/16" -12 UN 32
G HB 08 HJ 16 G 1/2"-14 1.5/16" -12 UN 41
G HB 10 HJ 08 G 5/8"-14 3/4" -16 UNF 27
G HB 10 HJ G 5/8"-14 7/8" -14 UNF 27
G HB 10 HJ 12 G 5/8"-14 1.1/16" -12 UN 32
G HB 10 HJ 16 G 5/8"-14 1.5/16" -12 UN 41
G HB 12 HJ 06 G 3/4" -14 9/16" -18 UNF 32
G HB 12 HJ 14 G 3/4" -14 1.3/16" -12 UN 32
G HB 12 HJ 20 G 3/4" -14 1.5/8" -12 UN 50
G HB 16 HJ 08 G1"-11 3/4" -16 UNF 41
G HB 16 HJ 10 G1"-11 7/8" -14 UNF 41
G HB 16 HJ 14 G1"-11 1.3/16" -12 UN 41
G HB 20 HJ 12 G 1.1/4" -11 1.1/16" -12 UN 50
G HB 24 HJ 16 G1.1/2"-11 1.5/16" -12 UN 55
G HB 24 HJ 32 G 1.1/2"-11 2.1/2" -12 UN 60
G HB 32 HJ 24 G2"-11 1.7/8" -12 UN 60
G HB 32 HJ G2"-11 2.1/2" -12 UN 60

SW = vétme suurus

Vaatamata pohjalikule kontrollile ei saa me vigade esinemist vélistada ning ei vastuta olemasolevate andmete eest.
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