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GE HRO 02 AJ 04 G 1/8"-28 7/16" -20 UNF 16 16 8,00 x 2,00
GE HRO 04 AJ G 1/4"-19 7/16" -20 UNF 20 16 10,77 x 2,62
GE HRO 04 AJ 05 G 1/4"-19 1/2" -20 UNF 20 17 10,77 x 2,62
GE HRO 04 AJ 08 G 1/4"-19 3/4" -16 UNF 20 22 10,77 x 2,62
GE HRO 06 AJ 04 G 3/8"-19 7/16" -20 UNF 24 16 13,94 x 2,62
GE HRO 06 AJ 05 G 3/8"-19 1/2" -20 UNF 24 17 13,94 x 2,62
GE HRO 06 AJ G 3/8"-19 9/16" -18 UNF 24 19 13,94 x 2,62
GE HRO 06 AJ 08 G 3/8"-19 3/4" -16 UNF 24 22 13,94 x 2,62
GE HRO 06 AJ 10 G 3/8"-19 7/8" -14 UNF 24 27 13,94 x 2,62
GE HRO 08 AJ 06 G1/2"-14 9/16" -18 UNF 28 19 17,86 x 2,62
GE HRO 08 AJ G1/2"-14 3/4" -16 UNF 28 22 17,86 x 2,62
GE HRO 08 AJ 10 G1/2"-14 7/8" -14 UNF 28 27 17,86 x 2,62
GE HRO 08 AJ 12 G 1/2"-14 1.1/16" -12 UN 28 32 17,86 x 2,62
GE HRO 12 AJ 10 G 3/4"-14 718" -14 UNF 35 27 23,47 x 2,62
GE HRO 12 AJ 16 G 3/4"-14 1.5/16" -12 UN 35 38 23,47 x 2,62
GE HRO 16 AJ 12 G1"-11 1.1/16" -12 UN 43 32 29,74 x 3,53
GE HRO 16 AJ 20 G1"-11 1.5/8" -12 UN 43 50 29,74 x 3,53
GE HRO 20 AJ 16 G 1.1/4"-11 1.5/16" -12 UN 52 38 37,69 x 3,53
GE HRO 20 AJ 24 G 1.1/4" -11 1.7/8" -12 UN 52 58 37,69 x 3,53

SW, S1, S2 = vétme suurus
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