ND AFL 45
Pistiknippel, DKL W45° HANSA[/ FLEX

Omadused
Uhendus 1 Meetriline mutrikeere

Tihenditiip 1  24°/60° Universal sealing head
Lihend DKL
Materjal Teras

Pinnatddtlus  galvaniseeritud

Vihje
Kahjustusteta nipleid voib uuesti kasutada.
Artikkel

Toru vélimise-J jaoks

(mm)
ND 06 AFL 04 45 6 4 1/4" M12x1,5 6 51,0 16,0 14
ND 06 AFL 45 6 4 1/4" M14x1,5 8 51,0 16,0 17
ND 10 AFL 08 45 10 6 3/8" M16x 1,5 10 58,0 18,0 19
ND 10 AFL 45 10 6 3/8" M18x1,5 12 59,0 18,0 22
ND 13 AFL 45 12 8 1/2" M22x1,5 15 68,0 19,0 27
ND 16 AFL 45 16 10 5/8" M26x1,5 18 81,0 21,0 32
ND 20 AFL 45 19 12 3/4" M 30 x 2 22 88,0 23,0 36
ND 25 AFL 45 25 16 1" M 36 x 2 28 105,0 30,0 41
Lisatarvikud

ND ASR GE, RO, BL  Pistiknipli piirderdngas

Vaatamata pohjalikule kontrollile ei saa me vigade esinemist vélistada ning ei vastuta olemasolevate andmete eest.
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