ND HN

Pistiknippel, AGN

HANSAVFLEX

Omadused /5
Uhendus 1 NPT-valiskeere - — —
Tihenditliip 1  Keermestihend, taiendav 60° sisekoonus. ON G1
Lihend AGN _L.-.A—:—D%/_L_\J 1
Materjal Teras ||
Pinnatddtlus  galvaniseeritud L1
Vihje
Kahjustusteta nipleid voib uuesti kasutada.
Artikkel
Margistus DN Suurus Toll G1 L1 S1
(mm)
ND 06 HN 02 6 4 1/4" 1/8" -27 NPT 35,0 12
ND 06 HN 6 4 1/4" 1/4" -18 NPT 40,0 14
ND 10 HN 06 10 6 3/8" 1/4" -18 NPT 45,0 14
ND 10 HN 10 6 3/8" 3/8"-18 NPT 45,0 22
ND 10 HN 13 10 6 3/8" 1/2" -14 NPT 52,0 22
ND 13 HN 10 12 8 1/2" 3/8"-18 NPT 49,0 22
ND 13 HN 12 8 1/2" 1/2" -14 NPT 55,0 22
ND 16 HN 13 16 10 5/8" 1/2" -14 NPT 66,0 22
ND 20 HN 19 12 3/4" 3/4" -14 NPT 66,0 32
Lisatarvikud

ND ASR GE, RO, BL  Pistiknipli piirderdngas

Vaatamata pohjalikule kontrollile ei saa me vigade esinemist vélistada ning ei vastuta olemasolevate andmete eest.
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