RMM 40
Manomeeter ilma glutseriinita HANSA[/FLEX

Omadused

Tadp Eil?n%spring pressure gauge without glycerine
Uhendus 1 BSP-valiskeere, silindriline

Tihendithdp 1 kiiluga lametihend

Uhendus all

Tavaline EN 837-1

Temperatuuri ulatus ~ meediumist maks. +60 °C
Umbritsev -20 ° C kuni +60 ° C

Vihje
Kasutus puhkekoormusel: 3/4 x skaala I6ppvaartus.
Kasutus vahelduvkoormusel: 2/3 x skaala I6ppvaartus.

Artikkel

Nimisuurus @ Kaalumisulatus Kvaliteediklass Uhendus

RMM 40-1-1/8 40 0...1 25 G 1/8"-28
RMM 40-1.6-1/8 40 0..1,6 2,5 G 1/8" -28
RMM 40-2.5-1/8 40 0..2,5 2,5 G 1/8" -28
RMM 40-4-1/8 40 0..4 2,5 G 1/8"-28
RMM 40-6-1/8 40 0..6 2,5 G 1/8"-28
RMM 40-10-1/8 40 0...10 2,5 G 1/8"-28
RMM 40-16-1/8 40 0...16 2,5 G 1/8"-28
RMM 40-25-1/8 40 0...25 2,5 G 1/8"-28
RMM 40-40-1/8 40 0...40 2,5 G 1/8"-28
RMM 40-60-1/8 40 0...60 2,5 G 1/8"-28
RMM 40-100-1/8 40 0...100 2,5 G 1/8" -28
RMM 40-160-1/8 40 0...160 2,5 G 1/8"-28
RMM 40-250-1/8 40 0...250 2,5 G 1/8"-28
RMM 40-315-1/8 40 0...315 2,5 G 1/8"-28
RMM 40-400-1/8 40 0...400 2,5 G 1/8"-28
RMM 40-1 40 0...1 25 G 1/4"-19
RMM 40-1.6 40 0..1,6 2,5 G 1/4"-19
RMM 40-2.5 40 0..2,5 2,5 G 1/4"-19
RMM 40-4 40 0..4 2,5 G 1/4"-19
RMM 40-6 40 0..6 2,5 G 1/4"-19
RMM 40-10 40 0...10 2,5 G 1/4"-19
RMM 40-16 40 0...16 2,5 G 1/4"-19
RMM 40-25 40 0...25 2,5 G 1/4"-19
RMM 40-40 40 0...40 2,5 G 1/4"-19
RMM 40-60 40 0...60 2,5 G 1/4"-19
RMM 40-100 40 0...100 2,5 G 1/4"-19
RMM 40-160 40 0...160 2,5 G 1/4"-19
RMM 40-250 40 0...250 2,5 G 1/4"-19
RMM 40-315 40 0...315 2,5 G 1/4"-19
RMM 40-400 40 0...400 2,5 G 1/4"-19

Vaatamata pohjalikule kontrollile ei saa me vigade esinemist vélistada ning ei vastuta olemasolevate andmete eest.
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