2 OK VA

Pressitav klamber 2-kdrvaga

HANSAVFLEX

Omadused
Rakendusvaldkond  Voolikukinnitused madalréhualas
Materjal Roostevaba teras
Artikkel
Margistus Ulatus (mm) Ribalaius
(mm)
2 OK 3-5 VA 34-50 50
2 0K 3.1-4.1 VA 3,1-41 3,5
2 OK 3.5-4.5 VA 3,5-45 3,5
2 OK 5-7 VA 50-7,0 6,0
2 OK 7-9 VA 7,0-9,0 6,0
2 OK 8-11 VA 8,0-11,0 7,0
2 OK 9-11 VA 9,0-11,0 6,5
2 0K 11-13 VA 11,0-13,0 6,5
2 OK 13-15 VA 13,0-15,0 7,0
2 OK 15-17 VA 15,0-17,0 7.5
2 OK 15-18 VA 15,0-18,0 7,5
2 OK 17-20 VA 17,0-20,0 7,5
2 OK 18-21 VA 18,0-21,0 8,0
2 OK 19-22 VA 18,1-22,0 9,0
2 OK 20-23 VA 20,0-23,0 8,0
2 OK 22-25 VA 22,0-25,0 8,5
2 OK 23-27 VA 23,0-27,0 8,5
2 OK 25-28 VA 25,0-28,0 9,0
2 OK 27-31 VA 26,3-31,0 10,0
2 OK 28-31 VA 28,0-31,0 9,0
2 OK 31-34 VA 31,0-34,0 9,5
2 OK 34-37 VA 34,0-37,0 9,5
2 OK 37-40 VA 37,0-40,0 10,0
2 OK 40-43 VA 40,0 -43,0 10,0
2 OK 43-46 VA 43,0 - 46,0 10,0

Toote variandid
2 0K Pressitav klamber 2-kérvaga, galvaniseeritud

2 OKVC Pressitav klamber 2-kdrvaga, kroomildikega kaetud

Vaatamata pohjalikule kontrollile ei saa me vigade esinemist vélistada ning ei vastuta olemasolevate andmete eest.
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