GBS
Poltklambrid PA-RI HANSA[/ FLEX

Omadused
Rakendusvaldkond  imu- ja tagasivoolu voolikutele
Tiidp Poltklamber
Materjal Teras
Pinnatbétlus galvaniseeritud
Artikkel
Vooliku valimise-@ jaoks (mm) Ulatus (mm) N EIETE] Poldid Rakendamine
(mm) (mm)
GBS 36-20 36 32-38 20,0 1xM6 1-osaline
GBS 42-20 42 38-44 20,0 1xM6 1-osaline
GBS 44-20 44 40 - 46 20,0 1xM6 1-osaline
GBS 48-20 48 44 - 50 20,0 1xM6 1-osaline
GBS 50-20 50 46 - 52 20,0 1xM6 1-osaline
GBS 56-25 56 52 -58 25,0 1xM8 1-osaline
GBS 61-25 61 57 -63 25,0 1xM8 1-osaline
GBS 63-25 63 59 - 65 25,0 1xM8 1-osaline
GBS 70-25 70 66 - 72 25,0 1xM8 1-osaline
GBS 76-25 76 72-78 25,0 1xM8 1-osaline
GBS 78-25 78 74 - 80 25,0 1xM8 1-osaline
GBS 83-25 83 79-85 25,0 1xM8 1-osaline
GBS 89-25 89 85-91 25,0 1xM8 1-osaline
GBS 91-25 91 87 -93 25,0 1xM8 1-osaline
GBS 94-25 94 90 - 96 25,0 1xM8 1-osaline
GBS 105-25 - 101 - 107 25,0 1xM8 1-osaline
GBS 116-25 116 112-118 25,0 1xM8 1-osaline
GBS 118-25 118 114 -120 25,0 1xM8 1-osaline
GBS 145-25 145 137 - 149 25,0 2xM8 2-osaline
GBS 170-25 170 162 -174 25,0 2xM8 2-osaline
GBS 225-25 225 217 - 229 25,0 2xM8 2-osaline

Vaatamata pohjalikule kontrollile ei saa me vigade esinemist vélistada ning ei vastuta olemasolevate andmete eest.
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